
Page 1 

 

Model: FS-ATV-25 (5301170) 
(25 Gallon Lawn & Garden/ATV Sprayer) 

 

Technical Specifications 

 25 Gal. Corrosion-Resistant Polyethylene Tank 

 12 Volt Diaphragm Pump, 2.2 GPM, 100 PSI 

 Spot Sprayer Handgun 

 15 Ft. Handgun Hose (3/8” I.D.) 

 Boom Ready 
 
Caution: When fully filled with water, this sprayer will  
weigh 240 lbs.. Consult the owner’s manual for your  
vehicle to verify that you are within it’s load carrying  
capacity 

www.agspray.com 

[5194606     (01/19)] 

Assembly Instructions 

 Make sure the contents of the sprayer’s carton match the 
items shown on page 2 of the manual. 

 Follow the steps on page 3 to properly assemble the 
sprayer. 

 After assembly is complete and before testing your spray-
er, make sure you connect the electrical hook-up to the 
end of your pump and clip the clips to a fully charged 
battery.  The red wire must be connected to the positive 
(+) and the black wire should be connected to the nega-
tive (-). 

 The drain plug assembly should already be attached to 
the tank 

General Information 
Thank you for purchasing this product. The purpose of this 
manual is to assist you in operating and maintaining your 
lawn & garden ATV sprayer.  

 
Retain a copy of your receipt for your unit,  

as it will be required to validate any warranty service 
Products are warranted against manufacturer or workmanship 

defects for one year from date of purchase for home owner  
usage and 90 days for commercial usage. 

 
For technical assistance, visit our website @ www.agspray.com or 

call: Toll Free to one of the above phone numbers 
Our Technical Support Representatives will be happy to help you. 
To obtain prompt, efficient service, always remember to give the 

following information… 

 Correct Part Description and/or part number 

 Model #/Serial # of your sprayer 
Part descriptions and numbers can be obtained from the illustrated 

parts list section(s) of this manual. 

OWNER’S MANUAL 
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Contents of your sprayer’s carton (FS-ATV-25 - 5301170): 

Contents of 
Parts Bag 
#5281110 

Contents of Bracket Kit 
#5278289 

Tank/Plumbing 
Pre-Assembly 

Owner’s 
Manual 

Lid 
w/Lanyard 

Spot Sprayer Handgun 
& 15’ x 3/8” Hose 
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Assembly Procedure (FS-ATV-25) 

Step 1 

Normally, the sprayer will be mounted on an ATV with the pump as-
sembly at the operator’s back and the spray wand will be at the rear of 
the unit. Right Hand (RH) and Left Hand (LH) sides of the sprayer are  
determined as if you are standing behind the sprayer,  
looking at it (facing forward) 
 
After removing the tank from the box, start the assembly procedure by 
turning the tank upside down on a stable, flat surface. 
 
A phillips head screwdriver is required for this step. 
 
(**) Mount tank brackets to the underside of the tank as shown in Step 
1. Use (4) flat head screws to secure it to the tank. The tank will rest 
on the surface of the brackets. Make sure the brackets are parallel 
with each other before tightening down the bolts. Do not over-tighten. 

Detail A 

After your tank brackets are securely attached, turn the tank as-
sembly over and position it so that the cam handles which extend 
beyond the back of the tank are facing you and just hanging over 
the edge of the table or flat surface you are assembling this on. 
 
Secure the boom mounting brackets to the tank mounting brack-
ets with Cam handles as shown in Detail A. You can position 
them as needed within the slot on the bracket. Just be sure that 
the surfaces of both brackets are even with each other. 
 
You are now ready to mount this unit to an ATV, using ratchet 
straps (NOT INCLUDED) 

1/4” FPT 

Detail A: Install the pressure gauge. Hand tighten securely.    
   ** DO NOT OVER-TIGHTEN ** 
 
Detail B:  Screw the lid onto the tank. Place the end of the lanyard   
   through the tab in the tank. This is so the lid can ‘hang’ off 
   the tank when filling/rinsing the tank out. 

Lanyard 

Lanyard 
Connection 

Tab 

DETAIL C 

DETAIL A 

Detail C:  Locate the (2) clips and (2) phillips head screws from the parts bag. 
A phillips head screwdriver is required for this step 

Place a screw through the hole in the clip and bring it up to the tank, where the em-
bossments for the clips are  (located on the rear side of the tank) 
Secure the clip/screw to the tank. Tighten so that the clip is secure. Do this for each 
clip. 
     ** DO NOT OVER-TIGHTEN ** 
The spray wand will snap into the clips once installed. Do not use excessive force 
when placing the spray wand into the clips, as this could cause the clips to break. 
 
Detail D: Locate the 48” feeder hose and attach to the manifold with a hose clamp. 
 
Loosely slip a hose clamp over the end of the hose. Attach the hose to the hose barb 
on the manifold. Use a twisting motion, if necessary, to get the hose fully onto the 
barb. Bring the hose clamp to the connection point and tighten securely. 
 
NOTE: 
Make sure this boom feeder hose does not end up on the ‘outside’ of the spray wand 
hose, otherwise unwrapping the spray wand hose from around the tank may be  
difficult. 

DETAIL B 

DETAIL D 

Step 3 

*** The Sprayer should now be ready for use *** 

Manifold 
Connection 

Step 2 
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IMPORTANT: Remove tank lid and be sure the tank is clean and free 
of any foreign material. Rinse tank out of any tank residue before filling 
with water to test. 

 
Testing the Sprayer 

NOTE: 
It is VERY important for you to test your sprayer with plain water before actual 
spraying is attempted. This will enable you to check the sprayer for leaks with-
out the possibility of losing any expensive chemicals. 
  
Fill the tank about 1/2 full with plain water and drive to the starting place for spraying.  
 
When you are ready to spray, turn the boom valve to the “on” position (Detail A). This will 
start solution spraying from the tips of the boom. The pressure will decrease slightly 
when the boom is spraying.  
Adjust the pressure by turning the “ON/OFF” valve lever on the bypass line valve (Detail 
B). Make sure your pattern is sufficient. You may down-pressure the system by 
‘bypassing’ solution back into the tank. This is achieved by opening the bypass valve. 
Regulating pressure is done in this manner. 
 
Read the operating instructions and initially begin spraying by closing the ‘Pressure Ad-
just’ valve and opening the boom line valve (Detail A). This will enable the air in the line 
to be eliminated (purged) through all the tips, while building pressure. When everything 
tests all right (no leaks and good pressure), add the desired chemicals to the mixture and 
water combination and start your spraying operation. Adjust the pressure and spray as 
you did in the testing procedure. 
Conditions of weather and terrain must be considered when setting the sprayer. Do not 
spray on windy days. Protective clothing must be worn in some cases. 
 
Be sure to read the chemical label(s) before application! 

 
Operation 

The pumping system draws solution from the tank, through the strainer and to the pump. 
The pump forces the solution under pressure to the handgun or boom nozzles. 
 
Connect the lead wire to a fully charged 12 volt battery. You may use either a stand-
alone battery or the battery on your towing vehicle. Connect to the positive (red) terminal 
first, then connect to the negative (black) terminal. Then connect the end of the lead wire 
to the end of the pump. When disconnecting, disconnect the end of the pump wire from 
the lead wire, then disconnect the negative (black) connection and finally the positive 
(red) connection. The lead wire has an On/Off switch to activate the pump. “-” is on and 
“O” is off. 
 
Fill the tank part way with water and then add the desired amount of chemical to be 
sprayed. Finish filling tank to proper level. Turn the pump on and by depressing the “-” 
side of the rocker switch. The pump is equipped with a pressure switch that is pre-set at 
the factory to shut the pump off when all discharges are closed. 
 
The pump will turn back on when one of the following actions occurs: 

 Handgun lever is squeezed to spray the handgun. 

 Boom valve is opened to broadcast spray with the boom. 

 Bypass valve is opened to re-circulate solution back into the tank. 
 
When spraying with either the boom or the handgun, pressure may be reduced by slowly opening the bypass valve until desired pressure is achieved. 
Opening the valve decreases pressure, closing the valve increases pressure. When spraying with the boom, the proper method to set the pressure is 
to open the boom valve completely and if a lower pressure is desired, then slowly open the bypass valve until that pressure is obtained. 
 
For the safest and most efficient chemical application, you will need to calibrate your sprayer using the tip and speed charts. Once you have deter-
mined the proper speed and pressure settings, you will need to consult your chemical label for the amount of chemical to be added to the tank. Read 
the entire label. Use only according to label directions. 

 

Manifold Valves CLOSED 

Detail A 

Detail B 
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DO 
 Clean and rinse your pump after each use with Fimco Tank 

Neutralizer 

 Winterize your pump or sprayer by rinsing, draining and  
running RV Antifreeze through it before storing for the winter. 

 Use clean water for your spray mixture 

 Store inside a building when not in use. 

DON’T 
 Use to pump bleach. 

 Use tp pump petroleum products, such as diesel fuel, gaso-
line or kerosene 

 Leave your pump sit with spray mixture in it for extended 
periods 

 Use dirty or unfiltered water for spraying 

Troubleshooting the Pump: 
 
Motor does not run: 

 Check for loose wiring connection(s). 

 Make sure the 'ON/OFF' switch in the lead wire assem-
bly is in the 'ON' position.  “I" is the 'ON' position and 'O' 
is the 'OFF' position. 

 Check for defective switch assembly. Make sure you are 
connected to a good 12 volt power source. Make sure 
any on/off switches are in the 'on' position. Disconnect 
the wires off of switch assembly and short them out. If 
your pump runs when you do this, your switch assembly 
will need to be replaced. 

 Check the fuse, if applicable. 

 Check for low voltage at the power supply. 
 
Pump does not prime: 

 Check for air leaks in supply line. 

 Check for debris in the valve assembly. 

 Check for defective valve assembly. 

 Check for clogged strainer/filter. 

 Check for cracks in the pump housing. 

 Check for empty product supply. 
 

Pulsating flow (surging): 

 Check for defective switch assembly. 

 Check for leaks in the discharge line. 

 Check for restriction in the discharge line. 

 Check for debris in nozzle orifice. 

 Discharge hose may be too long. 

 Check for clogged strainer. 
 
Motor continues to run after discharge is shut off: 

 Check for empty product supply. 

 Check for open bypass valve. (if equipped) 

 Check for low voltage. 

 Check for leak in discharge line. 

 Check for defective or dirty valve assembly. 

 Check for defective switch assembly. 

Exploded View/Parts List: 

SHURflo Pump 

(Model:  5151074) 

Ref. # Mfg. Part # Description Qty.

 1 94-375-18 Switch Assembly 1

 2 94-374-08 Check Valve Assembly 1

 3 94-378-00 Upper Housing 1

 4 94-390-05 Valve Assembly 1

 5 94-385-35 Drive Assembly 1

Base Plate Grommets (Pkg/4): #5075019 
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ByPass 
Hose 

Maintenance During/After Spraying 
Periodically check the strainer and clean the screen on your intake line. 
 
Proper care and maintenance will prolong the life of your sprayer. 
 
After use, drain the tank and store or dispose of chemical properly. Fill the sprayer half way with clean water. Start the pump and allow the water to 
pump through the entire plumbing system and nozzles. Drain and then refill half full, add the recommended amount of a good quality tank cleaner, 
such as FIMCO Tank Neutralizer and Cleaner. (If no tank cleaner is available, you may substitute dish soap for this step, about 1-2 oz. per gallon).  
Turn pump on and circulate through system for 15 minutes and then spray out through boom and handgun nozzles. Refill sprayer half way with clean 
water and repeat. Follow the chemical manufacturer’s disposal instructions of all wash or rinsing water.  
If boom or handgun nozzles need cleaning, remove them from the sprayer and soak in warm soapy water. Clean with a soft bristled brush or toothpick 
if necessary. Never use a metal object. Even the slightest damage can change the flow rate and spray distribution. Water rinse and dry the tips before 
storing. 

 
WARNING: Some chemicals will damage the pump valves if allowed to soak untreated for a length of time! ALWAYS flush the pump as instructed 
after each  use. DO NOT allow chemicals to sit in the pump for extended times of idleness. Follow the chemical manufacturer’s instructions on dispos-
al of all waste water from the sprayer. 

 
Storing Sprayer 

When sprayer is not in use, release Cam Lock Handles. This is to prevent deforming of Cam Lock Mechanism. Do not use QR bracket Cams to hold 
and store boom in vertical position. 

Winter Storage 
Prepare the sprayer for end-of-season storage by running RV antifreeze through the system. This will keep internal parts lubricated, protect against 
corrosion and keep the unit from freezing. Note: RV antifreeze is non-toxic and biodegradable and generally safer for the environment than automotive 
antifreeze. 
Before storing your sprayer for winter or long term storage, thoroughly clean and drain it as much as possible. Then pour enough pink RV antifreeze 
into the tank so that when the pump is turned on you can pump the antifreeze throughout the entire plumbing system, including the bypass. Make sure 
to operate the boom and handgun until you see pink fluid spraying from the nozzles. Leave any remaining antifreeze in the tank. Before your next 
usage, rinse the antifreeze from the sprayer with clean water. 
It is nearly impossible to drain all of the water from the sprayer and any trapped water can freeze in cold weather and damage parts of the sprayer. 
Pumping the antifreeze through the system will displace the water and help prevent this damage. 
 
Removing from storage: drain the antifreeze. Fill the tank with fresh water and run through the system. Dispose of antifreeze and flush water properly. 

Plumbing Detail 
Boom Feeder Hose 
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Exploded View/Parts List: FS-ATV-25 (5301170) 

See 
Plumbing 
Detail Page 6 




