
See parts and accessories on next page

Comes with Top 
Throttle installed 
for ground level 

installations

Use Side Throttle 
for taller posts

Part No. 301014

Comes with Slotted 
Chuck installed

Pneumatic  •  Hydraulic  •  Gasoline 
Professional Grade Tools

The Multi-Pro™ XA Channel Post Driver is perfect for 
municipalities and traffic sign installations 
 
– Top Throttle installed for easier channel post anchor 
    driving with less bending. 
 

– Slotted Chuck included for Channel Posts. 
 

– Accomodates the most frequently driven municipal 
   sign posts. 
 

– Fits 2-3/8" O.D. street name sign posts. 
 

– Equipped with Rhino’s CIS™ Vibration Dampening. 
	  

– Padded grip for handling comfort.	 
 

– Made in the U.S.A. 
 

– Rhino Lifetime Imapact Warranty.  See warranty online 
    for details.

Channel Post Driver ™Channel Post Driver
Multi-Pro XA Channel Post Driver with Top Throttle
Part No. 301014

See it in action!
Use your phone to 
scan the QR code
to view a Multi-Pro XA 
Video on YouTube

WARRANTY

LIFETIME

See Warranty for Details

Applications
Types & Sizes of Posts to be Driven 
(outside dimensions) Chuck/Adapter

Channel Post, 1.2 to 4 lb. Slotted Chuck (Included)
Master Halco Post Slotted Chuck (Included)
Silt Fence Post Slotted Chuck (Included)
C & Super C-Post Slotted Chuck (Included)
Square Tube, 1-3/4" to 2-1/2" Square Anchor Chuck (Optional)
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Specifications
Master Chuck ID 2.5”  (63.5 mm) 
Driver Only Dimensions 11" W x 14" D x 26.5" H                                          

(280 x 356 x 673 mm)
Driver Only Weight 45.8 lbs. (21.4 kg)
Engine Honda GX35 4-stroke
BPM (beats per minute) 1720 (approximate)
Fuel Unleaded Gas, 86 Octane or Higher
Fuel Capacity 0.67 qt. (0.63 ltr)
Engine Oil SAE 10W-30
Lubricant RHINO® Pro Series Grease
Shipping Weight 54.5 lbs. (24.72 kg) 
Shipping Dimensions 30.5" L x 15" W x 18.25" H                                     

(775 x 381 x 464 mm)

Part No. Description
301014 Multi-Pro XA™ Channel Driver w/Slotted Chuck & Top Throttle
301000 ¼" Long Arm Hex Key (Included)
300513 Oil, 3.2 oz. Bottle (Included)

Replacement Parts & Optional Accessories
Part No. Description

300500 Rhino® Pro Series Grease, 2.75 oz.
300506 Rhino® Pro Series Grease - 12-pack
301509 Multi-Pro™ Service Kit
301250 Extended Handle Kit - 2' Long
301252 Extended Handle Kit - 4.5' Long
301425 Square Anchor Chuck
300932 1.75" Square Tube Drive Cap
300958 2" Square Tube Drive Cap
300959 2.25" Square Tube Drive Cap
300960 2.5" Square Tube Drive Cap
290050 Transport Cart


