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DISCHARROW
RIB SERIES

Integral Disc Harrow with mixed discs.

SPECIFICATIONS RIB-1422 RIB-1424 RIB-1622 RIB-1624

Hook 2 Integral cat. Il

Number of discs 14 14 16 16 18 18
Discs in 22x5/32 24x5/32 22x5/32 24x5/32 22x5/32 24x5/32
Frame Structural steel 4" x 3"

Working width ft D3k 6' 6'7"
Separation between discs in 9

Front Discs Notched

Back discs Plain

Discs axle Square bar11/8”

Bearing Triple ball

Front section’s adjustments i 18,20y 22

Back section’s adjustments : 20,22y 24

Working deep - Controlled by the tractor

Lifting Tractor’s hydraulic system

Nivelation With the 3th. point of the tractor

Cleaners Optionals

Power required hp 40 50 60

Weight without cleaners 897 948 1,001 1,014 1,076
Weight with cleaners 1,014 1,085 1,138 1,168 1,232

RIB-1822  RHT-1824
Designed to performe tasks of soil prepara-
tion, weed control and waste incorporation in

a simple and safe way.

It has 3 adjustable angles on the front and
back section, it makes it versitile in differ-
ent ground conditions and unique of its
type because of its adjusted position in the
back section.

SPECIFICATIONS RIB-2022  RIB-2024 RIB-2222 RIB-2224 RIB-2422 RHT-2424

Hook Integral cat. Il

Number of discs 20 20 22 22 24 24
Discs in 22x5/32 24x5/32 22x5/32 24x5/32 22x5/32 24x5/32
Frame Structural steel de 4" x 3" Structural steel de 4" x 4"
Working width ft 7538 8 8'10"
Separation between discs in 9

Front Discs Notched

Back discs Plain

Discs axle Square bar11/8"

Bearing Triple ball

Front section’s adjustments 18,20y 22

Back section’s adjustments 20,22y 24

Working deep Controlled by the tractor

Lifting Tractor’s hydraulic system

Nivelation With the 3th. point of the tractor

Cleaners Optionals

Power required hp 70 80 90

Weight without cleaners 1,080 1,151 1,290 1,362 1,360 1,440
Weight with cleaners 1,257 1,327 1,486 1,559 1,576 1,656
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The adjustable cleaners make the discs free of
any waste material, permitting an excellent e el :
management. *Tecnomec Agricola, S.A. de C.V. reserves the right to make any changes deemed necessary to the specifications without prior notice.

¥ Some'pictures may include options that are not a part of the standard equipment.

Contact your BISON dealer for more info and other available options.
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