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SAFETY WARNING DECALS

DANGER

THE SYMBOL ABOVE CALLS YOUR ATTENTION TO INSTRUCTION
CONCERNING YOUR PERSONAL SAFETY.

THE SAFETY AND INFORMATION DECALS ONTHIS UNITARE INSTALLED TO
ALERT OPERATORS TODANGERS INSPECIFIC MACHINEAREAS.

READAND UNDERSTAND TO AVOID PERSONAL INJURY OR DEATH.

AWARNING

. Read and understand the Operator's Manual.

. Stop tractor engine and set parking brake before leaving operator's platform.

. Keep riders off the machine.

. Make certain everyone is clear of the machine before starting the fractor
engine and operating.

. Keep all shields in place.

. Never lubricate, adjust, undog, or service the machine with fractor engine
running.

7. Wait for all movement to stop before servicing.

8. Keep hands, feet, and clothing away from moving parts.

9. Use flashing waming lights when operating on highways except when prohibited

by law.

o Ll P =
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10. Maximum fransport speed should not exceed 20 miles per hour.
11. Tractor must be equipped with Rollover Protective Structure (ROPS) and seatbelt

READ SAFETY INSTRUCTIONS ON INSIDE BACK PAGE
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SAFETY WARNING DECALS AND PRECAUTIONS

When the tedder is in motion keep away at a safe distance in order to avoid injury.
During control operations or when checking parts of unit we recommend to stop
tractor engine anddisconnect P.T.O.drive from tractor. Remember that tedders are
a potential hazard for people and animals.

We strongly recommend that these machines be used only by persons who are
aware and know all functional operations of these units.

-

A DANGER

Stay clear to...
. Avoid entanglement
. Avoid thrown objects

J

"f A DANGER

. Keep away from rotating driveline.

. Keep driveline shields, implement shields,
and tractor PTO master shield in place
and in good repair.

\_ . Operate only with 540 rpm PTO. Y,

4 B
S| & WARNING
U o Install hitch jack and tip rotors
an ' - _ s forward with adjustment crank

\___ - before removing tractor hitch pin. D
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ASSEMBLY INSTRUCTIONS - PULL TYPE
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G2P - G2LP TAB. 3 - Code 18010185

Spane
Eﬂﬁ Pos. | Description Models - Reference
18030651 o Dranwbar GIP-C21 P
18030652 oz Crank GZP-GZLP
3011252 03 Screw TEB x35 G2P-E2LP
3020209 04 Self locking nut B MA GZP-G2LP
3011216 05 Screw TE 12 x 35 UNI 5737 GZP-EZLP
3020202 06 Seff locking nut M 12 GZP-GZLP-GAL-G4LPE
3011601 o7 Screw TEG x 25 GZP-G2ZLP
3030160 OB Washer 6 x 18 GZP-GZLP
3020213 0g Seff locking nut 6 MA GIP.-G2ZLP
12070316 10 Split nut 20 MA left GZP-EZLP
12760118 11 Threaded tie rod 20 MA [REL) GZP-GZLP
18030653 12 Fork GZP-GZLP
3011239 13 Screw TE20x 70 E2P-G2|L P
3020216 14 Seff locking nut 20 MA G2P-G2LP
18030654 15 Dirawhar rod G2P-G2| P
3030134 16 Washer 20 G2P-GZLP
3040103 17 Roll pin4 x40 G2P-E2LP
18030665 1B Drawbar casing GZP-GZLP
18030691 19 Crank holder GZP-G2LP-54L-G4LPE
3040201 20 Clip pin 3 260 GZP-G2LP-G4lL-G4LPE

Assembly Instructions Pull Type models G2P - G21LP

1) Connactdrawbar (N" 1, Tab. 3) to central body group (A, Tab.3) and fasten itto upper parttwith drawbar rod (N 15, Tab. 3).
Place adjiustmenicankasshownin Bble 3, mierenca A
Connectfork (N° 12, Tab. 3) of crank (N" 2, Tab. 3) inlower part and fastan with screw TE 20 kTO{N" 13, Tab. 3}.
Mount P.T.O. shalt protection guard (N® 1, Tab. 1B jand fasen tight with clamp [N® 2, Tab. 1B).
Azsambladrawbar casing (W 18, Tab 3 )and fasenwith screw TEGx 25 (N° T, Tab 31

2} Tummain bodyover and nsall wheel spindla [N 28 and N® 38 Tab. 1B)inta bushing.
Sacurawilh rollpins 10x 60 N° 26, Tab_ 18).
Important be sum wheal sface inwand wit wheel spindles anglad forward toward tront of maching ( S5ea drawing, Tab. 18B).

Tum Tedder upright in nomal position and mount tne anms (N° 20, Tab. 1B ) on mtor discs and fasien with screws TE 12 x 30 [(N™ 16
3} Tab. 1Bjand salflockingnuts (N° 17, Tab. 1Bjand mspactinclinabion of spring (Tab. 1B).

) Mounlprolection guards (M”38, Tab. 1B) and fasien with screws TE 10x:50(N™ 40, Tab. 1B).

Mounl B T.0. shafi on teddar and connact 1o fractor In arder loavoid damage ilisimporiant that P T.O. shaft shdes aut at laast 10/20
5} om.{4-Binches)once the two ends of B T.0. shafthave been connected betwesen tractor and tedder.

Working operations for pull type models G2ZP-G2LP

Oncain fisld, incline rolors using crank (N° 2, Tab. 3) so that front feeth of oo are 3-4.cm | 1-1 12 inches) from ground level,
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ASSEMBLY INSTRUCTIONS - 3° HITCH

TAB.4

&
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G2P - GZLF TAB. 4 - Code 19010186

Spane
o= Pos. | Description Modes - Reference
18030646 | 01 Transport frame G2P-G2LP-G4L-G4LPE
12880513 0z Ams attachment pin G2P-GZLP-G4L-G4LPE
2040202 03 Splitpin RS x 130 E2P-G2LP-G4L -4 PE
3030176 0 Flat washer 22 E2P-E2LP-G4L-G4LPE
18030647 05 Leg support 26 89 L. 710 GZP-G2LP-G4L-G4LPE
3011218 06 Bolt 1B x 55 G2P-GZLP-G4L-G4LPE
3020214 o7 Seff locking nut 18 MA EZP-E2LP-GaL-CGALPE
3020204 O7A Seif lockdng nut 16 MA G2P-GZLP-G4L-G4LPE
18030648 0B Left attachment bar GE2P-G2ZLP
180306459 09 Right attachment bar G2P-GZLP
18030650 10 Left height adjustment bar GE2P-G2LP
18030617 104, Right height adjustment bar G2P-E2LP
3011632 H Screw TE14x 45 G2P-GZLP
3020203 12 Seff Locking nut 14 MA G2P-GZLP )
3011295 13 Screw TE 16 x 130 G2P-GZLP-G4L-G4LPE
12020101 14 Bushing for pin G2P-G2LP-GAL-GALPE

Assembly instructions three paint hitch models G2P-G2LP

1)Mount transport arch (N° 1, Tab. 4 jto left and rght attachment bars (M° 3-8, Tab. 4 jand conned to central body of Tedder
(A, Tab. 4) using screws TE18x 55 (N° 6. Tab. 4).
Mount P.T.O. protection guard (N° 1, Tab. 1B} and fasten with clamp (N® 2, Tab. 1B ).

E]Tum main body over and install the two pivoting wheels (N° 50 and 51, Tab. 1) into bushing N® 44 (Fig. B
Table 1) and secure with screw (N° 49, Table 1) and nut (N° 48, Tab. 1).
Important: A) - Be sune whee!s face inward with wheel spindles angled forward toward front of machine
{See drawing, Tab. 1B).
B} - Before operating tedder unblock pivoting wheels by pulling backlock (N° 46, Fig. B- Tab. 1B).

Turn main body overand insert foot support (N® 5, Tab. 4 ).

3 )Mount tine arms (MN° 20, Tab. 1B) on rotor discs and fasten with screws TE 12 % 30 (N° 16 Tab. 1B }and =elf lodking nuts {N®
17, Tab. 1B) and respect inclination of spring ( Tab. 1B).
Mount protection guards (N® 38, Tab. 1B jand fasten with screws (M° 40, Tab. 1B).

Connect the two lower hitch points of transport arch to the two lower ams of tractor and fasten upper link to 3 point hitch
4jam,
) Connect P.T.O. shafttotractor P T.O. In order to avoid damage to P.T.0 shaft we recommend that shaft slides out about
20/30 cm. (B-12 inchies ) after fwo P.T.0. joints are conne cted between tractorand tedder.

Working operations for three point hitch model

Also in this case make sure that before starting to work, front tedding teeth of rotors are 3-4 em. (1-1 1/2 inches) from
ground level. This isdone by adjusting the upper link of the three point hitch and not by using the hydraulics of tractor.
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ASSEMBLY TEDDER G2P - G2LP

TAB.1B
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A-B - C : WORKING POSITION
A1-B1-C1: TRANSPORT POSITION

WORKING POSITION WHEEL POSITION
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SPARE PARTS TEDDER G2P - G2LP
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G2P - G2LP TAB. 1 Code 19010459

Spane
gaar:; Pos. | Description Models - Reference
Q070101 01 Protection guard GZP-G2LP-G4-GALPE
4010702 0z Clamp BD + 100 GZP-G2 P-G4L -G4LPE
18030657 03 Central gear box coupling E2P-E2LP-G4 -GALPE
18030623 04 Central gear box 180 GZ2P-E2] P-4l -G41 PE
3030704 05 Schnor washer @ 8 G2P-G2LP-G4L-GALPE
301 0606 06 Scorew TC.CELME x20 GZP-G2LP-G4L-G4LPE
3030408 o7 Copper washer 14 GZP-G2LP-G4L-G4LPE
3010232 0B Screw TEM 14 x 20 G2P-GE21 P-GAL-G4LPE
18030658 0g Right ammn GZP
18030659 oaa Right amn GZLP
18030660 (e Left arm G2P
1 B030G6ET 0ac Left arm G2LP
3030703 10 Lock washer & 12 G2P-GE21 P-GAL-G4LPE
30 10607 11 Screw TC.C.EL M12x25 GZP-G2| P-G4L G4l PE
3080129 12 Roll pin 10x 70 GZ2P-G2| P-GAL G4l PE
12060901 13 Terminal pin 35 x 240 GZP-G2| P-G4L G4l PE
18030643 14 Amn. linkage flange GZP-GZ P-GAL-G4LPE
3010601 15 Screw T.C.C.E.l. 12x 50 G2ZP-G2L P-GIL-GALPE
3011241 16 Screw TE 12 x 30 G2P-G2| PG4l -G4LPE
3020202 17 Self Locking nut M12 GZP-G2LP-G4L-G4LPE
1B0306 18 18 Crown coupling G2P-G2| PG4L-G4LPE
3000 101 19 Greaser 8 MB GZ2P-G2| PG4l -GAL PE
18030662 | 20 Spring am G2ZP
18030620 204 Spring holder arm GZLP-GALPE
011297 21 Screw TE12 x 45 GZP-G2LP-G4l -G4ALPE
18030627 22 Spring clamp G2P-G2| P-G4L-G4L PE
1BO30616 23 Spring GZP-G2LP-G4L-G4LPE
18030644 24 Tooth safety clamp (Optional ) GZP-G2LP-54L-G4LPE
10010604 25 O-ring 44 45 % 3,53 G2P-G2 PGAL-G4LPE
3080128 26 Spring pin & 10 x 60 G2P-G2| PG4l -G4L PE
12880505 ar Fixed whesl axle bush GIP-G2LP54L-G4LPE
18031508 28 Fixed whesl axls GZP-GZLP-54L-G4LPE
12070314 pat) Internal dust shield 25 G2P-G2 PG4l -G4IL PE
12070315 284 Extemal dust shield 16 G2P-GZ2LP-G4L-G4LPE
12240113 30 Bearing 6205 2R3 GZP-G2LPG4L-G4LPE
12070307 31 Spacer @125 GZP-G2LPG4L-G4ALPE
32
33
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G2P - G2LP TAB. 1 Code 19010459

Span
Parts Pos. Description Models - Reference
Code
34
12170103 35 Complete Wheel 15-600-6 G2P-G2LP-G4L-G4LPE
3030175 36 Washer 16 G2P-G2LP-G4L-G4LPE
3020204 37 Seff lock. nut 16MA G2P-G2L P-G4AL-GALPE
18031507 38 Right wheel axde G2P-G2LP-G4L-G4LPE
39
3011246 40 Screw TE 10 x 50 GZP-GZLF
3020201 41 Self locking nut M10 G2P-G2LP-G4L-G4LPE
18030637 42 Rotors lock GZP-GZLP
3040201 43 Clip pin 3 x 60 G2P-G2LP-G4L-G4LPE
18031103 44 Pivot wheel attachment G2P-G2LP-G4L-G4LPE
11010803 45 Spring GZP-G2LP-GAL-GALPE
12880504 46 Locking handie G2P-GZLP-G4L-GALPE
3080103 47 Spring pin 6 x 40 G2P-G2LP-G4L-G4LPE
3011 211 48 Screw . TE 10 x 25 5739 GZPG2LP-GAL-GALPE
3030158 49 Washer M10 G2P-GZLP-G4L-G4LPE
18031101 50 Crazy wheel ade R. GIPG2LP-GAL-GALPE
1803 1102 51 Crazy wheel asde L. G2P-G2LP-G4L-G4ALPE
52
53
54
55
56
57
18031104 58 Washer 55-11-6 G4L-G4LPE-G2P-GZLP
12240152 59 Glycodur bearing 30 x34 x 30 F G2P-G2LP-G4L-G4LPE
12280203 80 Glycodur washer 32 x 54 x 45 G2P-G2LP-G4L-G4LPE
18031119 &1 Protection Guand Rod G2LP
3040103 &2 Roll Pin 4 x 40 G2ZLP
18031501 63 Right Pmtection Guand G2LP
18031502 £ Left Protection Guard GHP
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ROTOR GROUP G2P - G2LP
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G2P - GZLP TAB. 2 Code 19010184

Sparne
Parts Pos. Descapticn Models - Reference
Code
12260003 01 Oil seal 35.72.10 G2P-G2LP-G4L-G4LPE
3120105 oz Srvap ring | 72-7437-75 G2P-G2LP-G4L-G4LPE
3120102 03 Snap ring E 35 743575 G2P-G21LP-G4L-G4LPE
12240109 04 Bearing 6207 G2P-G2LP-G4AL-GALPE
12320301 05 Shaft for P.T.0 G2P-G2LP-G4L-G4LPE
3110003 06 KeyBx7 x40 G2P-G2LP-G4L-GALPE
3120120 o7 Spring fing BR 52 INA G2P-GZLP-GAL-GALPE
12070302 08 Roller bush HK 4520 G2P-G21LP-G4L-GALPE
8010302 2] Bevel pinion gear Z 16 GZP-G21 P-GAL-G4LPE
3120101 10 Snap ring E 30 7435-75 G2P-G2LP-G4L-G4LPE
8010304 11 Ring bevel gearZ 23 G2P-G2LP-G4L-G4LPE
3110002 12 KeyBx 7x35 GZP-G2LP-GAL-GALPE
12240108 13 Bearing 6206 2RS G2P-G2LP-G4L-G4LPE
12260002 14 Qil seal 30.55.10 G2P-G2LP-G4L-G4LPE
12010201 15 Central shaft 2P
12010202 | 454 Central shaft G2PL
8010303 16 Bevel pinion Z 17 G2P-G2LP-G4L-GALPE
3110001 17 KeyBx7x25 G2P-G2 P
18030655 18 Ring bevel gear Z 34 G2P-G2LP-G4L-G4ALPE
12070301 19 Roller bush HK 3520 G2P-G2L P-G4L-GALPE
12280001 20 Axie thrust bearing AS 3552 G2P-G2ZPL-G4L-G4LPE
12270001 21 Axial housing AXK 3552 G2P-G2LP-G4L-G4ALPE
18030856 | 22 Complete axle cage (AXK + AS) G2P-G2LP-G4L-GALPE
8020406 23 Camdan shaft G2P-GZPL
12240102 24 Taper roller bearing 6006 G2P-G2PL-G4L-G4LPE
3120126 25 Flat washer from 0,3 to 0,5 mm G2P-G2LP-G4L-GALPE
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PT.0 FOR PULLTYPE MOD. - POS. 100
B2 R

F’TD FOR 3° POINT HITCH MEJ'D POS. 101
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Adapting PT.0. shaft

Sometimes it s necessary to shorten RT.0.
shafts according to type of tractor wilh
which unit is used.

First check lenght belore oparating.

- Separate two shaft sections and fit same
ta RT.0. shaft end of tractor and other to
machine side. Slip clutch mus! be on
machine sica,

This aparation must be carried out with
unit hooked up to tractor,

- Owerlap two shafl sections and make sure
safety tolerances are respected both when
three point hitch is lowered or lifled.

See above drawing.

Minium telerance must ba 150 mm, (B)
when PT.0. shall s open,

Minium tolerance, when closed, should be
20 mm

- If shortening is necessary cul off sliding
and protection tubes uniformaly.

- Trim tube ands, rermove all swarfs and
abudantly greéasae all sliding surfaces.

TABLE 5




G2P - G2LP TAB. 5 Code 19010468

Code Po=. Description Models - Reference
001 12BB1166 | Yoke 32 GE2P-GZLP
002 12880702 | Cross joumal ass. E2P-EZLP
D03 12880703 | Cirdip E2P-G2LP
i 12880704 | Grease nipple GZP-GZLP
[ 55 TZEB0/US | Outer fube yoke L FAafLH
Ul IEL8oUivo T Flexible pan EIP-ITH
Sie—Titoni [ Gy P Tvee] 2
it e it ONLY PULL TvPE| S2r-C2tP
o UE == = = L= % e pr Tl K
024 12BB07 0 nner ttbe yoke C2pcap
nga 1ZRE115% | | abel wath n‘:ﬂn.gﬂr Coap oD
O30 f2RA1I7FR | | SHP B0 MNm 1 3RNFE BT GPPG2 P
D31 12880712 | Shisld support 2 EIP-E2 P
032 12880713 | O. cone sets F1-2 E2P-G2LP
033 12881155 | Safety tube E2P-GELP
034 12881156 | Safety tube OMLY PULLTYPE| G2P-GZLP
035 12880716 | |. cone sets F1-2 OMLY PULLTYPE| G2P-GZLP
036 12880717 | Shield support E2P-E2LP
[T 12880718 | Complete chain ZZP-E2L P
[NE:E=] TL88TTarf | Labe With Oressear L a2l H
052 [ZBETTSE T COmRIT kI T
o7l 1288 T 7o Greaser Bx T 2580 SZP-GELP
42 1288 HE6-+572 Body+Fork R P-GHF
e =T e
L7a 188 1MEBI ] Dateh ot with crones SR GELR
N75 1ZRBIIRI | | ocking kit P2 P
076 12B81184 | Cinsing plate GOP.G2| P
077 12881185 | Disst shield ErPG2 P
078 12880739 | Cirdip E2P-G2LP
079 12881167 | Assambilad hub G2P-GZLP
051 12B81188 | External S. 102 ROT GE2ZP-GZLP
g2 12BB11 B9 | Internal shaft 102 V2B E2P-GZLP
093 12881161 | External shaft 102 OMLY PULL TYPE G2P-G2LP
1] TZEETTBE | Tnternal 5. 702 UC VZE ¥ ¥ » [e5e] =R el =
U95 [ 1ZBBTTG3 | Extemal s. shield . . y | CZPGZP
trEf R T T imema =aiety = n . > GEP-GEHP
T8 12884165 Completes —shield e g s e g
460 | 8000450 | Caman chen M " | copgain
104 8020427 | Carianshaft - " | copgaLp
124 12881100 | Caran tuhe i " | cop.colp
138 12AR4101 | Candan tihe . L Pl mpGR P
334 12B81192 | Safety tube 3" POINT HITCH MODEL | cop.goip
344 12881153 | Safety tube s " x E2P-G2ZLP
O1h 12881301 | External shaft 102 » L » | GE2P-GZLP
B2a 12881188 | |nternal shaft 102 i i o | GEP-GZLP
q3a 12881302 | External shaft 102 0 0 0 GE2P-GELP
D48 12881154 | Internal shaft 102 i b 0 G2P-G2ZLP
95A T2BB1185 | External safety o " s | G2P-GZLP
o6A TZEETTEE | Internal safety s B » s | GZP-EZLF
=R TLeeTTE | Tomplete safety s. B » M IE) oo S

o 0 b

- o o

o o o
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IMPORTANT

LUBRICATION CHART

Item Lube 10 Hrs. 50 Hrs, 200 Hrs. | Beginning End of

Points (Daily) (Weekly) | (Annually) | of Season | Season

Dnvehneerlt;J;unts and g f“ ?r'— ?,—
Tilt Crank Threads 1 v < <«

Gearbox 1 V,,-— l:_l 'f
Rotor Pivots 2ord f ;?,_ “?’__ =

Rotor Gearset 2ord f F’- ?’"
Lift Linkage - ) (' (‘ ('
Jack 1 ( ' ( ‘/‘

V“'—— Check; add fluid if necessary

Lubricate with pressure gun, using

multipurpose grease .

ail

( *  Lubricate with a few drops of light oil

aby Drain and replace with SAE #140 gear

TRANSPORT

On Tedder models GZP-G2LP fransport dimensions can be reduced by pulling back am teeth carfiers (N° 20, Tab.

1}and by pulling up protection guards (N° 39, Tab.1);
Then block 2 rotors by lowering pin (N” 42, Tab. 1B} in detail see Fig. A, Tab. 1B.

IMPORTANTI Do not engage FTO with tine arms in

transport position or with rofor lock in place

WORKING SPEEDS

We recommand to follow below indicated working speads:

Working speeds are determined by:
- Hay moisture

- Hay density

- Composition of Hay

= For hay with high moistumne, 7-B KM/H. (4-5 M.P.H.} per hour.
- For dry hay, 10-15 KM/H (62 M.P.H.) per hour.
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IMPORTANT

GREASING / LUBRICATION INSTRUCTIONS

Before operating tedder make sure to control if rotor pivots (Pos. 19, Tab. 1) and rotor gearsets (Pos.
19, Tab. 1) are well greased.

Remember thal improper lubrication will cause rotor pivol bearing failures and possible gear failures.
Our company will not be responsible for damages caused by nol following our greasing and lubrication
instructions.

Pivot rotors: Pos. 19 Tab. 1. If grease is missing , please check, usually on initial setup tedder requires

Fivot rotors:

Pos. 19 Tab. 1. if grease is missing, please check, usually on initial setup tedder requires at least 20 pumps
of multipurpose grease into piviot rotor cavity, Grease every 10 hours in normal working con-
ditions . Severe of unusual conditions may reguire more frequent greasing.

Position of grease zerk for each rotoris N 19 tabile 1.

Fotor gearsets:

FPo=. 19, Tab. 1.If grease is missing, please check, initial set up will reguire at least 25 pumps of multipurpose
grease into rotor gearset cavity. We suggest that you turn rotors by hand as gearsets are lubri-
cated to ensure that bevel gears get thoroughly greased. Grease every 10 hours in normal
conditions.

Severs or unusual conditions may reguire more freguent lubrication.
Grease zerks ame placed on top of each rotor and visible to eye.

Before starling working operations check oll level In gearbox and i necessary add o, SAE 140

- Every 20 working hours check oil level and grease levels.
- Every 10 working hours make sure all screws and nuts are well ightened.
- Change oil after 200 working hours.

Pag. 17




SAFETY INSTRUCTIONS
OPERATING

» |n addition to equipment configuration and design, hazard control and accident prevention
dapands an awareness, concern, prudence and proper training of personnal in the cpera-
tion, maintenanca, transport and storage of aquipmant.

* Always shut off tractor engine, disengage PTO, shift to “Park’' position {or shift 1o neutral),
sal brakes and allow machine to completely stop befere dismounting tractor or working around
the machine.

* Remove tractor start key when tractor and implement will be unattended,
= Do nat attempt to lubricate or adjust tedder while maching is in operation.

® Machinery operation should be performed only by persons who are responsible and dale-
gated to do so.

* Only the operators should be permitted on the tractor when tractor and tedder are moving.
Never permit anyone 1o ride on the tedder.

* Wear personal protective equipment (PPE) such as, but not limited to, protection for eyes,
lungs, ears, head, hands and feet when cperating, servicing or repalring equipment.

* Be sure bystandars are clear bafore operating tractor or tedder,

* Do not leave tractor or implement unattendad with tractor engine running.

= Mever atlempt 10 oparate the tedder unless sitling in the driver's seal.

* Keep all guards and shields in place when machine |s in operation.

» Do not stand between Iractor and tedder o install hitch pin when tractor Bnging i running.
* Regulate ground speed to field conditions, and maintain centrol at all times.

* Donot allow children to ride on, play on, or operate equipment. Always keep children away
from equipment oparating, garvicing, and storage areas.

* Be sure traclor is in safe operating condition, and has adequate braking capabilities.

* Tractor should be equipped with rollover protective structure (AOPS). and 2 seat balt. Lse
the seat bell during operation

» Detach and store tedder where children do not normally play. Always black the wheels
* Avoid waaring loose-fitting clothing and tie up long hair that can be caught in moving parts.

WARRANTY POLICY

Our Company warrants its products to be free of defects in material and workmanship for
a period of 1 year fram the date of purchase under normal use and servies praviding the equip-
ment is purchased for individual and not commercial use.

Qur Company will replace any defective part but does not allow any labor cost. Defactive
parts will be sent prepaid. Retain defective parts in case they are needsed for inspaction by
manufacturer. Mo warranty is made for items made by others since such iterns are warranted
by respective manufacturers. No liability is assumed for expenses or damages regulting from
the malfunction or intermuption in operation of the aquipment. This warranty doez not apply
o any equipment which has been damaged in any accident, or by fire, flood, act of God or
has bason subjected to abuse, misuse, negligence, alterations, and/or tampering.

Purchaser's exclusive remady for breach of warranty, other defect, or candust giving rise
iy [iability shall be the repair or replacement of the product sold, and the manulacturer undar
no circumstances shall be liable for economic l0ss or incidantal consequential damages. Ef-
factive upon the expiration of this limited warranty (ene year from the date of purchase), the
manulacturer disclaims all implied warranties, including the warranty of merchantability and
fitness.

Cur Company reserves the right o make improvements and changes in spacifications wi-
thout nofice or obligation o modify previously sold units.




TECHNICAL FEATURES
G2P / G2LP

MODEL GZPig GZLPMO
WORKING WIDTH 8 ft. 10 ft.
TRANSPORT WIDTH bt -2in 6t - 5in.
HF MIN. 15 15
WEIGHT Lbs. 408 408
WORKING SPEED M.FH. 8 g8
WHEELS 2 2
ROTORS 2 2
ARMS ] ]
TIRES 15- 600 x6 15-600 x6

ALL TECHNICAL DATA IS INDICATIVE AND NOT BINDING




