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VWARNIN

"SAFETY INSTRUCTIONS "

Do not start, operate or work this machine until you have carefully read and throughly

understand the contents of theowners manual.
If you have any guestions about proper operation or adjustments and maintenance of

this machine, contact your dealer or ENOAGRICOLA ROSSI s.r.l. before starting or
continuing operation of this machine. You will need to give your name, address, model

andserialnumber of your machine.

ENOAGRICOLA ROSSI s.r.l.

06018 CALZOLARO DI UMBERTIDE
(PERUGIA) - Italy

Tel. 0759302222 - Fax 075.9302328
E-Mail: enorossi@enorossi.it - info.enorossi@.it
www.enorossiit - www.enoagricolarossi.iticom

DEALER /DISTRIBUTOR:

Ifoperator's manualis missing, pleaseadviseimmediately and itwill be furnished to you.
Failure to follow safety, operating, and maintenance instructions could result in serious
injury or deathtotheoperator or bystanders, costly breakdowns and poor operation.
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SAFETY WARNING

DANGER

THE SYMBOL ABOVE CALLS YOUR ATTENTION TO INSTRUCTION
CONCERNING Y OUR PERSONAL SAFETY.

THE SAFETY AND INFORMATION DECALS ON THIS UNITARE INSTALLEDTO
ALERTOPERATORSTO DANGERS IN SPECIFIC MACHINEAREAS.

READ ANDUNDERSTAND TO AVOID PERSONAL INJURY OR DEATH.

AWARNING

1. Read and understand the Operator's Manual.

2. Stop tractor engine and set parking brake before leaving operator's platform.

3. Keep riders off the machine.

4. Make certain everyone is clear of the machine before starting the tractor
engine and operating.

5. Keep all shields in place.

6. Never lubricate, adjust, unclog, or service the machine with fractor engine
running.

7. Wait%gr all movement to stop before servicing.

8. Keep hands, feet, and dothing away from moving parts.

9. Use flashing waming lights when operating on highways except when prohibited
by law.

10. Maximum transport speed should not exceed 20 miles per hour.
11. Tractor must be equipped with Rollover Protective Structure (ROPS) and seatbelt.

READ SAFETY INSTRUCTIONS ON INSIDE BACK PAGE

Pag. 2




SAFETY WARNING DECALS AND PRECAUTIONS

When the tedder is in motion keep away at a safe distance in order to avoid injury.
During control operations or when checking parts of unit we recommend to stop
tractor engine and disconnect P.T.O. drive from tractor. Rememberthat tedders are
a potential hazard for people and animals.

We strongly recommend that these machines be used only by persons who are
aware and know all functional operations of these units.

A DANGER

Stay dearfo...
. Avoid entanglement
. Avoid thrown objects

A WARNING

. Stay clear of
folding wings.
. Use transport lock

4 o during transport
and when locking.

. Keep away from rotating driveline.

|. Keep driveline shields, implement shialds,
and tractor PTO master shield in place
and in good repair.

. Operate only with 540 mm PTO. P

A WARNING

Install hitch jack and tip rotors
forward with adjustment crank
before removing tractor hitch pin.
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GALP-UJ PULLTYPE

TABLE 1
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G4LP-UJ TAB. 1 - Code 19010379 - PULL TYPE DRAWBAR ASSEMBLY

Spare
Eidnz Pos. | Descrption Models - Reference
12580102 01 Drawbar G4LP-UJ - G4L - G4LPE
12590103 a2 Adiustment screw support G4LP-11J - G4L - G4LPE
3011241 03 Screw TE 12 x 30 G4LP-UUJ - G4L - G4LPE
3020202 04 Seff locking nut M 12 G4LP-U) - G4L - GALPE - GZP - G2LP
3011200 05 Sorew TE 18 x 60 G4LP-U) - G4l - G4LPE
3020334 06 Mut 18 MA G4LP-L) - G4L - G4LPE
18031168 o7 Cross drawbar G4LP-UJ
3011673 08 Bolt 18 x 50 G4LP-UJ
020214 0o Seff locking nut 18 hA G4LP-UJ - G4L - G4LPE - GZP - G2ZLP
12590104 10 Pull bar support G4LP-1) - G4AL - G4LPE
3011278 11 Screw TE 12 x 20 G4LP-UUJ - G4L - G4LPE
18030695 12 Fastening brackets 60 x 10 R. G4LP-l) - G4l - G4LPE
18030656 124 Fastening brackets 60 x 10 L G4LP-UJ - G4L - G4LFE
3011268 13 Screw TE 12 x 20 G4LP-L) - G4L - G4LPE
3030177 14 Lock. washer M 12 G4LP-UJ - G4L - G4LFE
12880501 15 Split nut 24 MA @ 35 L. 55 G4LP-LL) - G4L - G4L PE
12880503 18 Adjustment screw G4LP-1) - G4L - G4LPE
12880502 7 Split nut & L. 55 G4LP-LJ) - G4L - G4LPE
12280003 18 Washer @ 20x 30x 0,5 G4LP-11J - G4L - G4LPE
18030657 19 Crank G4LP-11) - G4l - G4LPE
080109 20 Roll pin @ 6x 30 G4LP-11J) - G4l - G4LPE
18030691 21 Crank holder G4LPUJ - G4L - GALPE - G2P - GZLP
3040201 22 Clip pin 3 x 60 G4LPUJ - G4L - GALPE - GZP - GZLP
17020129 23 Jdack G4LP) - G4l - G4L PE
12120104 24 Fin 15x 200 G4LP-UJ - G4l - G4LPE
3020202 25 Seff locking nut M 12 G4l P4 -G4l - G4LPE - G2P - G2 P

PULL TYPE DRAWBAR ASSEMBLY INSTRUCTIONS: TABLE 1.

« Turn cross drawbar over (Pos. Tyand mount suppornt (Pos. 10) and the two brackets (Pos. 12-12A) and fasten with screws
T.E. 12x90(Pos. 11)and Bolts 18x55 (Pos.8).

« Connect drawbar (Pos. 1) to cross drawbar (Pos. 7) and fasten with screws 18x60 (Pos. 5)and nuts (Pos. 6). Do not
overtighten, then secure with jam nut (Pos. B). Mount on support (Pos. 2) adjustment screw (Pos. 16), crank (Pos. 12) and
split nut 24 MA (Pos. 15). Once support (Pos. 2) is completely mounted fasten to drawbar (Pos. 1) using screws T.E. 1230
{Pos. 3).

« Mount jack (Pos. 23) and tum crank (Pos. 19} so that rotors will tilt forward in order to ensune maximum stability to tedder in
parking position.

WORKING OPERATIONS FOR PULL TYPE MODELS,

Once in field lower two lateral rotors and adjust rotors using crank (Pos. 19) so that front teeth of rotors are 3-4 cmu (17 - 1357)
from ground level.

= Other assembly instructions of main frame continue on Page 8. -
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3° POINT HITCH MODEL G4LP-UJ

TABLE 2
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G4LP-UJ TAB. 2 - Code 18010380 - 3° POINT HITCH ASSEMBLY

Spare
Eﬁ Paos. Description Models - Reference
18030646 1 Transport frame G4LP-UJ - G4L - G4LPE - G2P - G2ZLP
12880513 2 Arms attachment pin G4LP-UJ - G4L - G4LPE - G2P - GZLP
3080202 3 Spring @ 10 G4LP-UJ - GAL - G4LPE - G2P - GZLP
3030176 4 Flat washer & 22 GALPL - G4l - GALPE -G2P - GZLP
TB0XGTE 5 Jack support G474 T TI0 GALP-UJ - G4L - G4LPE
JOTTZTE [1] Screw [E. THxGS P4 - 4L - GALPE - G2P - GZLP
Io2EEHE T Setfiockmgmot e | RPU =S eEEPE =GR GE——
+HO3IB68E £ teftattachrment bar GH-FH = =EHPE
18830800 ) Fight-sttachment-bar AP E L PE
180DE00 10 Height adjiustment bar CALPL ] . 24l . CALPE
1031168 11 Cross drawhar 4l P
A010405 12 Screw TE. 16x120 G P - G4l - G4 PE
12920101 13 {2nd cat.) Bushing for pin GALP- - G4l - G4LPE - G2P - GZLP
1020204 14 Self locking nut 16 MA G4l P4 - G4l - GAL PE -G2P - G2| P
12120104 15 Fin @ 15 L. 200 GALP) - G4L - G4LPE
3040201 16 Split pin R 3x60 GALPL] - G4l - G4LPE
3011200 i7 Screw T.E. 18x50 G4LP - GAL - G4LPE

1)Mount to cross drawbar (N° 11, Tab. 2), left and right attachment bars (9 and 8, Tab. 2} and fasten with
screws TE18x 55(N° 6, Tab. 2).
2)Connect trasport frame (N° 1, Tab. 2) and height adjustment bars (N° 10, Tab. 2). Height adjustment
bars (N® 10, Tab. 2) must be placed in central partofframeand fasten withscrews TE 18 x 55
(N"6, Tab. 2)and screws TE 16x 120 (N" 12, Tab. 2).
M.B. Before overtightening seff-locking nuts be sure to have completed assembly of all parts.
}Mﬂunt |jack fool support (N® 5, Tab. 2) and tilt rotors forwards to ensure major stability to tedder in
parking station.
The three paint hitch model is fitted with pivoting wheels (N® 45-454, Fig. A) therefore before starting
4}tfzic:it:ling;]1:+|:|ﬁ'1’E|th:u‘m-rEr:rtEh':rrI:IErti:r|:|u||I:IEH:l'aI-|:|1::I‘&haiml:iIE,'s-I,‘r‘u.l"ﬂfB.'E'riI:l.ﬂf}l.lm:tri:har’ﬂ:l unblock wheels.
Connact the two lower hitch points of transport arch to the two lower arms of tractor and fasten upper
link to 3point hitcharm. Connect BT.0_shafitotractor R T.0O.
5)We recommend that shaft should slide out about 5-10 em (2-4 inches) after two P.T.O. Joints are
connected.
Working operations for three point hitch model
Make sure that before starting o work, front teeth of rotors are 3-4 cm (1-1 1/2 inches) from ground
Ja}le'.rel. This is done by adjusting the upper link of the three point hitch and not by using the hydraulics of
tractor.
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TABLE 3

MAIN FRAME ASSEMBLY INSTRUCTIONS

After having completed assembly operations of pull type drawbar or three point hitch model
proceed as follows:

* Turn main frame (A) upside down and install wheel spindles (Pos. 8 and Pos. 14) and fasten
with roll pin @ 10x60 (Pos. 9).

* Mount P.T.O. protection shield (Pos. 34) and fasten tight with clamp(Pos. 33).

« Install other two wheel spindless (Pos. 8 and Pos. 14 )on lateral arms (B and C). Mount lateral
ams left and right C and B (looking from behind) and fasten with the four articulation pins (Pos.
16)and washers (Pos. 17).

N.B.: Right and leftlateral arms have been marked with respective decals R andL.

« Now proceed to mount spring cylinders (Pos. 24)and mechanical or hydraulic wing parts. For

assembly referto Page 16 where you will find allinstructions for mechanical or hydraulicwing lift
assemblies.

* Connecttine arms (Pos. 13)to four rotors and fasten with screws T.E. 12x30 (Pos. 11) and self-
locking nuts (Pos. 12)and res pect corect inclination of tine as shown indrawing.

- Mount all protection guards (Pos. 1,2, 3,4, 18,19 and 20).
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TABLE 3
MAIN FRAME
BREAKDOWN DRAWING

FOLD OVER mmmp TO OPEN
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1

CORRECT POSITIONING OF WHEELS AND TINES
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G4LP-UJ TAB, 4 Code 19010377 - LATERAL ARMS SPARE PARTS

Code Fos. Description Models - Reference

18031172 1 Lat. A Articulation E4LP-11J
18031173 2 Compl. Lat. Arm Tube G4LP-11
18031174 3 Terminal Cover GaLP-LY

KTIRTERTTR 4 Grower Ywasher & 12 4L P-LJ

JOTOeTS o somaw GG EL H A3 SELF-11J

FoeorTor o GIoascT o ME GO G3 - G3LPE - GeP - G2LP
RO T2 T ExtermatFront Protectom Soard et I P e E
e84 i Extema Rear Protection Goard GaPUd=GatPE

3041208 e TR T it

SOk 10 S leckdns et D bR GAlP L) Gdl -4l RPE

0112086 1 S orpw TE 10x 30 CAlPUl. G4l . CAPE

ANSNT01 12 | ook Wiasher &3 10 CaAlPolll- G4 - GAlPF- G -GHE

080125 13 Eoll Pin 10x=T0 CalP-l)- G4l -GalPE-GFF -G P
| 20050 15 Termiral Pin 35x 240 G4LP-UJ - G4l - GALPE - GZP - GZLP
18031587 16 Crown Cover G4LP-LI
18031170 17 Amn Link Flange G4LP-UJ

0605 i8 Screw TC.C.EL 12x55 E4LP-LJ

3041241 19 Scrovw TE 12%30 E4LP-UJ - G4L - G4LPE - G2P - GZLP

JUANE 20 self locking Nut M12 E4LP-UJ - Gal - GaLPE - 2P - G2LP
TBO3TIT =1 CTOWTT COUITRg GELP-TJ
TRO3082 0 22 ST Holoar A GELP-OI - GECPE - 52LF

FrEeT 2% Sorew TE 2SS T P T M T I il S 4 T
HREIOEET Fic 2 Spring-Champ o ) e L i e o e i
s e e A
18030644 26 Ting Sauer CalPl. CAl .CAPE.GIE .CIHP
10010604 2T O-Ring 44 46%3 53 GdlPalll-G4] G4l PF- G -G P
12880500 2B Fixed Wl Sxls Bimb G4l P-lll-GE4] -GAIPF-GP-GHEP

080128 29 BEoll Pin €3 §0wb0 GalP-U) - G4l - G4 PE - GFP -G P
18031508 31 Fixed Left Wheel fcde G4LP-UJ - Gal - GALPE - GZP - GZ2LP
18031507 314 Fixed Right Whesel Axie G4LP-UJ - GalL - GALPE - GZP - G2ZLP
12070314 32 Intemal Dust Shieid 25 G4LP-UJ - G4l - GALPE - GZP - GZLP
2240113 33 Bearing 6205 2RF G4LP-LUJ - G4L - G4LPE - GZP - G2LP
T20T0a07T 24 Spacer 25 G4LP-UJ - G4l - GaLPE - GZP - G2LP

JIOTTS 3o Washer 4 16 4L - AL - 2L PE - 226 - BZLF

SIS b Sl IeCRang Nut T MA el F-LIJ = o8] =153 FE - adF - 52 F
F2OTOITS 37 ExtermatDost-Soivieid 18 et I Y P B o B L B S Pl i
2T OES 365 Compiete—YWheet- 56666 e o e e e e e o i -

364200 39 BerewTE 1825 AP ol e P E R -G P

L 3030150 40 Washar MO e o o B e e e

{A034404 41 Washer S5-11-6 CALPIl 4l CAIDE £OD Colp
12240152 42 Glyendir Rparing 30-34.30 F Sl Plll- G4l -C4PF-GIP -G P
1 8039i03 43 Pivot Wheel Attachimasnt GAlP-U) - G4 - GALPE - GFP - G2 P
12280203 44 Glycodur Washer 32«50x1.5 GE4LP-UJ - G4L - G4LPE - GZP - GZLP
18031101 45 Crazy Wheel Axle R. G4LP-UJ - G4L - G4LPE - G2ZP - GZLP
18031102 454 Crazy Wheel Axle L. G4LP-UJ - G4l - G4 PE - G2P -G2LP
11010603 45 Spring GALP-UJ - G4l - G4LPE - G2P - G2LP

JOB003 a7 Roll Pin 640 GalP-UJ - G4l - G4LPE - G2P - GZLP
TLEEUo0 S L Locking Handle el P-UJ - Gal - GalFE - 52F - G2LP

LR R L] Drust Seal EELF-11J

OTTrss 5T FaESTETInNgG FalE 2ok 108 SR

b P 52 Sorow T.E 8xif e i

R e T SRt
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PIVOTING WHEEL WITH LOCK FOR 26 35 __
THREE POINT HITCH MODEL ()0 /72

TABLE 4
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G4LP-UJ TAB. 6 Code 19010378 - HYDRAULIC KIT SPARE PARTS

Span
Parts Pos. Diescription Models - Referance
Code
18030686 1 Hydr. Cylindar 60 Stroke 277 G4LP-UJ - G4L - G4LPE
12880527 2 Ext. Cylinder Fin G4LP-L1J
3080102 3 Sprng Pin 6x36 G4LP-LJ - G4L - G4LPE
3080103 4 Spring Pin G40 G4LP-LJ - G4L - G4LPE
1280520 5 Fin &3 42 GALP-11J
JUHUTU o raaser 8§ MB a3l F-UJ - 154l -4l FE
IT20T37T 7 STEp Ring a2 GECP-OT
12880512 i Waster O-30x5 P = Ga =G4 PE
3820215 4 Setralarg-MNu- et Pl PE
LV AL B - FlatWasherM-20 P — oS —oaEPE
18030885 41 L Safoty Loop CALP] . =dl Al PE
18030689 12 R. Safety Loop GALP-LJ - Gal - G4 PE
18030692 13 Safety Altachment CalP-ll) - G4 - G4LPE
11010514 14 Spring GALP-UJ - G4L - G4LPE
9130006 18 Rope GalLP-UJ - G4L - G4LPE
3030403 16 Copper Washer 17x23x1.5 G4LP-LIJ - G4L - G4LPE
3011805 17 Drrilled Screw 38 G, G4LP-UJ - G4L - G4LPE
12070320 18 Complete delivery Hyd Hose L. 300 GalLP-UJ - G4L - G4LPE
12070321 19 Complete defivery Hyd.Hose L. 600 G4LP-LJ - G4l - G4LPE
4070002 20 Tee 1/2 G. G4LP-LJ - G4L - G4LPE
JUSaUD P | LOpper YWasner /4 - T35 1.5 alF-UJ - a8l - 4L FE
i L) 22 ST IOt SEF-UI =530 - G3CPE
S5 HEoEs 23 Eiborer ot L e g
S0 — CRe-YWay Yake 4o P oAt PE
127E0410 25 e ——— T ST
b
12760811 2T Complate defivery Hyd Heose | 04 00 Gal Pl - G4] - G4 PF
4010213 28 Male Nipple 1/2 GALP-UJ - G4l - G4LPE
3030205 29 Copper Washar G4LP-LJ - G4L - G4LPE
30
3
4011804 iz Quick Coupler Push Pull 1/2 G4LP-LJ - G4L - G4LPE
33
12070323 34 Cylinder G4LP-UJ - G4L - G4LPE
12070317 35 Piston Head 50x40 GALP-LIJ - G4L - G4LPE
TOOTOEZS o O-Hing Cat. 719 GALP-1J - G40 - G4LPE
TUTuo e 37 eal ODUH.M. T8 T133 EAlP-1J - 540 - G3LFE
12070318 38 Shar e 30 GEF-UOI =530 - G3CPE
b e 48 C=RingCat— 826 e e e i
ATt e 40 Shaft-Rimg Hot-Gi43 e e
10010810 49 Balcala Saql (B 157118) CALR UL o4l CHlPE
10010620 Ses|WEM 118149 Gl Pl ll- G4l -G4 PF
100706 21 Srenls Kit Gl Pl - G4] - G4 PF
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HYDRAULIC KIT SCHEME

TABLE 6
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MECHANICAL WING LIFT SPRING ASSEMBLY
AND
HYDRAULIC WING LIFT ASSEMBLY

Mechanilcal spring assembly

REFER TO TAELE 3, PAGE 9.

Mount the two spring cylinders (Pos. 24) and fasten with pins (Pos. 28, Pos, 27). Mount
the two cylinder safety loops (Pos. 25) and fasten with washers @ 20 (Pos. 30) and roll

pins @6x35 (Pos. 28).

Hydraulic cylinders assembly

REFER TO TAELE 6, PAGE 13.

« Mount hydraulic cylinders (Pos. 1) and fasten with pins (Pos. 2). Mount cylinder pin @
42(Pos. 5)to lateral arms bracketand block withsnap ring E40 (Pos . 7).

Insert hydraulic cylinder shaft into hole of pin & 42 (Pos. 5)and fasten with washer and
self-lockingnut 14x1.5 (Pos. 9).

« Mount the two safety loops R+ L (Pos. 12 and 11) and fasten with washers @ 20 and
pins @6x35 (Pos. 3).

» Connect hydraulictubes (Pos. 18, 19 and 25) and using plastic tie straps fasten along
frame and drawbar.

«Pass nylon latch release rope (Pos. 15) through latch arm eyelets and tie knots on the
end of safety hook attachment (Pos. 13).
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HYDRAULIC WING LIFT SCHEMATIC

QUICK
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Working speeds

Working speeds are determined by:
- Hay moisture
- Hay density

Working speeds:
- For hay with high moisture, 7-8 KM/H (M.P.H. 4-5) per hour.
- For dry hay, 10-15 KM/H (M.PH. 6-9) per hour.

P.T.O. working speed:
- Operate only at 540 RPM

Transport

For transport fold up lateral wings and block with two safety locks (Pos. 13, Table 6,
Page 13).

To fold open lateral wings:

- Mechanical model: unblock manually the two safety locks (Pos. 13, Table 6,

Page—137:

- Hydraulic model: It is important that two safety locks be lifted by using nylon rope
before operating hydraulics.
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G4LP-UJ TAB.9 Code 19010466 - OPTIONAL FENDER ASSEMBLY

1) FOR PIVOTING WHEEL

2) FOR FIXED WHEEL

Spare
E‘E}E Pos. Diescription Madels - Reference
12070314 33 Internal Dust Shield G4LP-UJ - G4L - GALPE - G2P - GZLP
12240113 34 Bearing 6205 2R3 G4LP-J - G4L - GALPE - G2P - G2LP
12070307 35 Spacer 25 GALP-J - G4L - GALPE - G2P - G2LP
3030175 36 Washer@ 16 G4LP-)J - G4L - GALPE - G2P - G2LP
3020204 37 Selfdocking MNut G4LP-1J - G4L - GALPE - G2P - G2LP
12070315 38 Ext. Dust Shield @ 18 G4LP-UJ - GAL - GALPE - G2ZP - GZLP
12170103 42 Complete Whee! 15.600.6 G4LPLUJ-G4l - G4 PE-G2P - G2LP
18031508 44 Fixed Wheel Axde (L) G4LP-UJ - GAL - GALPE - G2P - GZLP
18031507 | 44A Fixed Wheel Ade (R) G4LP-UJ - GAL - GALPE - G2P - GZLP
18031101 B4 Crazy Wheel Aude (R) G4LP-UJ - GAL - GALPE - G2P - GZLP
18031102 [ B4A Crazy Wheel Axde (L) G4LP-UJ - G4L - GALPE - G2P - GZLP
18031505 1M Right Fender G4LP-UJ - GAL - GALPE
18031506 | 111A | Left Fender GALP-UJ - GAL - GALPE
18030614 112 Spacer G4ALP-J - G4L - GALPE
18030615 | 113 Long Bracket G4LP-J - G4L - GALPE
18030608 | 114 Short Bracket G4ALP-UJ - GAL - GALPE
3030156 | 115 Flat Washer @ & G4LP-UJ - GAL - GALPE - G2P - GZLP
3020209 116 Selfdocking Nut 8 MA G4LPUJ - G4L - GALPE - G2P - G2LP
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G4LP-UJ TAB. 7 Code 19010381 - ROTOR SPARE PARTS

Spane
Parts Pos. Description Models - Reference
Coda
12260003 1 il Seal 35.72.10 GalP-UJ - G4L - G4LPE - GZP - G2LP
3120105 2 Snap Ring | 72 743775 GaLP-U) - G4l - G4LPE - G2ZP - G2LP
3120102 3 Snap Ring E 35 7435-T5 GalLP-Ud - G4L - G4ALPE - GZP - G2LFP
12240109 4 Bearing 6207 G4LP-11J - G4L - G4LPE - G2ZP - G2LP
12320301 5 Shaft for P.T.O. G4l P-LLJ - G4l - G4LPE - GZP - G2LP
3 T1000S b Koay Bxrxal) Gal P-UJ - Gal - 2L PE - 2P - G2LP
Fr20rr20 T ST RITH B 52 1T T e T N T 1 o S ¥ e e o
T2OTHI02 B Rotler BoshrHidse—————————————————————— = - = =
e - Bevel Pinien-Gear 25 P o P E— P R
3120101 10 I e L I e SR
BO10304 11 Ring Rewal Gear 7 73 GdlPelll- G4l -GAIPF - G2P -GHE
3 110002 12 Key 8xTx36 CalP-Ll) - G4l - Gal PE - GIP - G2 P
12240108 13 Bearing 6206 2RS G4l P-L) - G4l - G4LPE - G2P - G2LP
12260002 14 il Seal 30.55.10 GalP-UJ - G4l - G4LPE - GZP - G2LP
12010205 15 Central Shaft GaLP-L
BO10303 16 Pavel Pinion 217 Gal Pl - G4L - G4LPE - G2ZP - G2LP
3120108 17 Snap Ring | 62 G4l P-L1) - G4L - G4LPE
BO20T02 18 Double Cardan Joint G4l P-L1d
3080141 19 Spring Pin 1055 GalLP-UJ
R R 20 Spnng Hin Bxa5 el H-11J
12070351 21 SrEET D 22850 GELP-10]
OB s Keytx a3t T I Y e T I o B S Pl i
B Fitet
12060001 24 Torminal B 35240 CA4JRLY 4l CALRE. IR CHP
18031169 25 Ring Bavel Gear 7 34 G4l Pl
12240160 26 Boaring 32007 - 35xB2%{8 GalPoll)
10011315 27 il Seal Nilos 32007 AV GalP-L1d
BO20430 28 Cardan Shaft PULL TYPE ONLY| G4LP-UJ- G4L - G4LPE
BO20420 2BA Cardan Shaft 3° POINT HITCH ONLY| GalLP-UJ- G4L - GALPE
300106 23 Greaser 10 MA G4l P-LJ
12070329 30 Spacer G4l P-L1d
12590201 Ly Wheel Support bracket pin 35 G4l P-UJ - GALPE
12240145 3z Bearing 6207 2RS GaLP-UJ - GALPE
3120126 33 Flat Washer D, 30,5 GaLP-L1J
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WHEN ORDERING SPARE PARTS PLEASE MAKE PHOTOSTATS OF THIS ORDER FORM,
FILL OUT AND MAIL OR FAX IT DIRECTLY TO US TO THIS ADDRESS:

ENOAGRICOLA ROSSI s.r.l. - 06018 Calzolaro di Umbertide - Perugia - Italia
Tel. 075.9302222 - Telefax 075.9302328
enorossi@enorossi.it - info@enorossi.it
/http://www.enorossl.It - www.enoagricolarossl. it - www.enoagricolarossl.com

TO ENSURE PROMPT ASSISTANCE AND REPLACEMENT OF PARTS
ALWAYS SUPPLY BELOW REQUIRED INFORMATION.

COMPANY MAME

INVOICE ADDRESS

COUNTRY

CESTINATION OF GOODS
IF DIFFERENT FROM ABOVE

M* REF CODE NUMBER DESCRIPTION QUANTITY
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G4LP-UJ TAB. 8 Code 19010376 - CENTRAL FRAME SPARE PARTS

Spare
Pars Pos. Diescription Models - Reference
Code
2070101 1 Protection Guard G4LP-UJ - G4L - GALPE - G2ZP - G2LP
4010702 2 Clamp 80+ 100 G4LP-UJ - G4L - GALPE - GZP - G2LP
18030657 3 Central Gear Box Coupling G4LP-UJ - G4L - GALPE - G2ZP - G2LP
18030623 4 Central Gear Box G4LP-UJ - G4L - GALPE - GZP - G2LP
3030704 3 Lock Washer @ B G4LP-UJ - G4L - GALPE - G2P - G2LP
30106086 [ Screw T.C.C.E]. M Bx20 G4LP-UJ - G4L - GALPE - G2P - GZLP
KITRTIETH:] i Copper Washer 14 GALP-UJ - G4AL - GALFE - GZF - GZLF
SJUTUZ3L a3 ol eWw | E W T8I0 ISP =103 - I8 FE - A=A F
883 GG 9 Eompt e Tobe S
SOHOEET 18 SerewT-C-oE-M-12a2s EabP-dd—oat—Gat P E— 2P a2 P
A < T B e
3030301 11 Grower Washer 12 G4l P-11]
18031167 12 Central Cover G4LP-UJ
030708 13 Lock Washer for M 27 G4LP-LJ
12BB0526 14 Articulation Pin G4LP-UJ
3090101 15 Greaser & MB G4LP-UJ - G4L - GALPE - G2P - GZLP
18031168 16 Cross Drawbar L. 1490 G4LP-UJ
3011268 17 Screw TE 12x20 G4LP-UJ - G4L - GALPE
18030681 18 Cylinder Spring Tube &0,3x5 G4LP-UJ - G4L - GALPE
TIOTO5ZT 19 Cylinder Spring GALP-1]
TEIIDEEZ 20 Cylinder Spnng Tube EaLF-11J - 3L - I:8LFE
TEITTSED 1 CompiCyimder Sprimg Assemnty T =
IoHHE2E 22 Screw TE2x75 e e
e I T
002 24 ':nlflnwic'ln.g_ Bt B4 12 CaAlP. Ul G4l - CAlPE_G2P. GHEP
12880527 25 Ext. Cylinder Pin G4l P-11)
12880528 26 Int. Cylinder Pin G4LP-UJ
3030168 27 Fat Washer M 20 G4LP-UJ - G4L - GALPE
aoao102 28 Spring Pin &3 6x36 G4LP-UJ - G4L - GALPE
12070341 29 Int. Cylinder Spacer & 5021 G4LP-UJ
303017TT 30 Lock Washer @ 12 G4aLP-UJ
3011255 3 Sorew TE 12x25 G4LP-UJ - G4L - GALPE
1B03 0685 R3] L. Safety Loop G4LP-UJ - G4L - GALPE
18030680 33 R. Safety Loop GALP-UJ - G4L - GALFE
TEOI a2 = od ety AT ment ladlF-LLd - 1a8] - 3L FE
HEHES 35 ST e e e e
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G4LP-UJ TAB. 8 Code 19010376 - CENTRAL FRAME SPARE PARTS

Spane
Parts Pos. Drescription Models - Reference
Code
3120126 36 Flat Washer 0,3/0,5 G4LP-UJ
18031120 37 Central Rear Protection Guard G4LP-UJ - GALPE
301256 38 Screw TE 10x20 G4LP-UJ - 4L - GALFE
30307 39 Lock Washer & 10 G4LP-UJ - G3L - GALPE - G2P - GZLP
aoTi241 40 Screw TE 12¢30 G4LP-UJ - 4L - GALPE - G2P - G2LP
30703 41 Lock Washer & 12 GALP-UJ - GEL - GALFE
TEOS0GTE oy CEIT tEmTal PTOEC OO S an SECP-O0-1HLFE
HROIOERD - RightintermstProtector Goas S P-UT=G3FE
+2506264 — WheelSuppor Badcket Pin35x15 R i =i = =
AEED A5 Sorane TE 10eEn GALE)) . 4] . GALPE
ANA0T R AR Spring Pin ¢ Gedl) Gal Pelll - G4] - G4l PE
18031587 a7 Crown Cowvar G4aLP-Ld
18031170 4B Arm Link Flange G4LP-LJ
3010605 45 Screw T.C.C_E.l. 12x55 G4LP-UJ
18031171 50 Crown Coupling G4LP-UJ
18030620 51 Tine Armm G4LP-UJ - GALPE - G2LP
3011297 52 Screw TE 12x45 G4LP-UJ - 4L - GALPE - G2P - G2LP
18030627 53 Tine Clamp G4LP-UJ - G4L - GALPE - G2P - GZ2LP
18030616 54 Tine G4LP-UJ - G4L - GALFE - G2P - GZLP
10010604 55 O-Ring 44 45x3 53 GALP-UJ - GEL - GALFE - GZP - GZLF
TZ8B0509 o Fixed Wheel Axle Bush GALP-00 - =L GaLFE - 2P - 2P
Io80T28 57 e 0 | . o 0 S ) I T S i i S i
2620320 55 -EAA e R - a i —aa =~ o = R S
i S P e e el S S S
180316507 B0 Hight Whee] Axie Cal Pl -54] - GAIPF-G2P - GHEP
12070314 61 Internal Dust Shield 25 GalP-LL) - G4 - GALPE - GZP - GZLP
12240113 62 Bearing 6205 - 2RP G4LP-UJ - G4L - G4ALFPE - G2P - GZLP
12070307 63 Spacer & 25 G4LP-UJ - AL - GALPE - G2P - 32LP
303N TS 64 Washer & 16 G4LP-UJ - G4L - GALPE - G2P - GZLP
3020204 65 Salf locking Nut 16 MA G4LP-UJ - 4L - GALPE - G2P - G2LP
12070315 &6 Extemal Dust Shield 16 G4LP-UJ - G4L - GALPE - G2P - G2LP
12170103 &7 Complete Wheel 15.600.6 G4LP-UJ - GAL - GALPE - G2P - G2LP
12070312 68 Ajr Tube 15.600.6 G4LP-UJd - G4L - GALFPE - G2P - G2LP
12070373 (3] Tire 15.600.6 GALP-UJ - GAL - GALFE - GZF - GZLF
TZOMETT o Yheel RKim SAELF-1] - 8L - G3LFE - 52V - 541V
IO50TOT 71 Stopdowe 8220 SHP-H
3336783 T4 W r-Schrorr-£-42 4P
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IMPORTANT

GREASING / LUBRICATION INSTRUCTIONS

Before operafing tedder make sure to control if rotor pivols (Pos. 15, Tab. 8) and rotor gearsets (Pos.
15, Tab. 8) are well greased.

Remember that improper lubrication will cause rotor pivot bearing failures and possible gear failures.
Our company will not be responsible for damages caused by not following our greasing and lubrication
instructions.

Pivot rotors: Pos. 19 Tab. 1. f grease is missing , please check, usually on initial setup tedder requires

Fivol rotors:

Pos. 15 Tab. B. If grease is missing, please check, usually on initial setup tedder requires at least 20 pumps
of multipurpose greass into pivot rotor cavity. Grease every 10 hours in normal working con-
ditions . Sevens or unusual conditions may require more frequent greasing.

Position of grease zerk for each rotor is N° 15 table B.

Fotor gearsets:

Pos. 15, Tab. B.If grease is missing, please check, initial set up will reguire at least 25 pumps of multipupose
grease into rotor gearset cavity. We suggest that you turn rotors by hand as gearsets are lubri-
cated to ensure that bevel gears get thomoughly greased. Grease every 10 hours in normal
conditions.

Severe of unusual conditions may reguire more frequent lubrication.
Grease zerks are placed on top of each rotorand visible to eye.

Before starting working operations check oll level In gearbox and if necessary add oll, SAE 140

- Every 20 working hours check oil level and grease levels.
- Every 10 working hours make sure all screws and nuts are well tightened.
- Change oil after 200 working hours.
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LUBRICATION CHART

LUBRICATION CHART

Item Luba 10 Hrs. 50 Hrs. 200 Hrs. | Beginning End of

Points {Daily) (Weekly) | (Annually) | of Season | Season

Dmﬁnesg.l:;mts and 6 f‘ ?"—' ?"—
Titt Crank Threads 1 ¥ ¥ ('_

Gearbox 1 Y"_ “we

Rator Pivots 2004 | #* & | &

Rotor Gearset 2004 | @ & | &
Lift Linkage r ’,; (I (.._

Jack 1 ( ' ( ' ( '

\Y""ﬂ_ Check; add fluid if necessary

Lubricate with pressure gun, using

multipurposa grease ol

LUBRICATION

WARNINGI DO NOT ATTEMPT TO LUBRICATE
MACHINE WHILE [T IS RUNNING.
STOP TRACTOR ENGINE, SHIFT TO
NEUTRAL OR PARK POSITION, SET
BRAKES AND WAIT FOR ROTORS
TO STOP BEFORE DISMOUNTING
FROM TRACTOR.

Refer to the char for the appropriate lubrication
intervals.

Mote: Lubrication intervals are based on normal
condtions. Unusual or severe conditions may
require more frequent lubrication.

Clean fittings before greasing.

( *  Lubricate with a few drops of light ol

e Drain and replace with SAE #140 gear
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SAFETY INSTRUCTIONS
OPERATING

* |n addition to equipment configuration and design, hazard control and accident prevention
depends on awareness, concern, prudence and proper training of personnel in the opera-
tion, maintenance, transport and storage of equipment.

* Always shut off tractor engine, disengage PTO, shift to "'Park’ position (or shift to neutral),
set brakes and allow machine to completely stop before dismounting tractor or working around
the machine.

* Remove tractor start key when tractor and implement will be unattended.
* Do not attempt to lubricate or adjust tedder while machine is in operation.

* Machinery operation should be performed only by people who are responsible and dele-
gated to do so.

* Only the operators should be permitted on the tractor when tractor and tedder are moving.
Mever allow anyone to ride on the tedder.

* Wear personal protective equipment (PPE) such as, but not limited to, protection for eyes,
lungs, ears, head, hands and feet when operating, servicing or repairing equipment.

* Be sure bystanders are clear before operating tractor or tedder.

* Do not leave tractor or implement unattended with tractor engine running.

* Never attempt to operate the tedder unless sitting in the driver's seat.

* Keep all guards and shields in place when machine is in operation.

* Do not stand between tractor and tedder to install hitch pin when tractor engine is running.
* Regulate ground speed to field conditions, and maintain control at all times.

* Do not allow children to ride on, play on, or operate equipment. Always keep children away
from equipment operating, servicing, and storage areas,

* Be sure tractor is in safe operating condition, and has adequate braking capabilities.

* Tractor should be equipped with rollover protective structure (ROPS), and a seat belt. Use
the seat belt during operation.

* Detach and store tedder where children do not normally play. Always block the whesls.
* Avoid wearing loose-fitting clothing and tie up long hair that can be caught in moving parts.
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WARRANTY POLICY

Our Company warrants its products to be free of defects in material and workmanship for a period of
1 year from the date of purchase under nomal use and service providing the eguipment is
purchased for individual and not commercial use.

Our Company will replace any defective part but does not allow any labor cost.

Defective parts will be sent prepaid. Retain defecfive parts in case they are needed for inspection by
manufacturer.

Mo warranty is made for items made by others since such items are wamanted by respective
manufacturers.

Mo liabilty is assumed for expenses or damages resulting from the malfunction or interruption in
operafionof the equipment.

This warranty does not apply to any equipment which has been damaged in any accident, or by fire,
flood, act of God orhas beensubjected to abuse, misuse, negligence, alterations, andfortampering.

Purchaser's exdusive remedy for breach of warranty, other defect or conduct giving rise to liability
shall bethe repair or replacement of the product sold, and the manufacturer underno circumstances
shall beliable for economic loss orincidental consequential damages.

Effective upon the expiration of this limited warranty (one year from the date of purchase), the
manufaciurerdisclaims all implied warranties, including the warmranty of merchantability and fitness.

Our Company reserves the right to make improvements and changes in spedifications without
notice orobligation to modify previously sold units.
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