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Our Company warrants its products to be free of defects in material and workmanship 

for a period of 1 year from the date of purchase under normal use and service 

providing the equipment is purchased for individual and not commercial use.

Our Company will replace any defective part but does not allow any labor cost. 

Defective parts will be sent prepaid. Retain defective parts in case they are needed for 

inspection by manufacturer. 

No warranty is made for items made by others since such items are warranted by 

respective manufacturers. 

No liabilty is assumed for expenses or damages resulting from the malfunction or 

interruption in operation of the equipment. 

This warranty does not apply to any equipment which has been damaged in any 

accident, or by fire, flood, act of God or has been subjected to abuse, misuse, 

negligence, alterations, and/or tampering. 

Purchaser's exclusive remedy for breach of warranty, other defect, or conduct giving 

rise to liability shall be the repair or replacement of the product sold, and the 

manufacturer under no circumstances shall be liable for economic loss or incidental 

consequential damages. 

Effective upon the expiration of this limited warranty (one year from the date of 

purchase), the manufacturer disclaims all implied warranties, including the warranty 

of merchantability and fitness.

Our Company reserves the right to make improvements and changes in 

specifications without notice or obligation to modify previously sold units.

WARRANTY POLICY
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1. Read and understand the Operator's Manual.
2. Stop tractor engine and set parking brake before leaving operator's platform.
3. Keep riders off the machine.
4. Make certain everyone is clear of the machine before starting the tractor engine and operating.
5. Keep all shields in place.
6. Never lubricate, adjust, unclog, or service the machine with  tractor engine running.
7. Wait for all movements to stop before servicing.
8. Keep hands, feet, and clothing away from moving parts.
9. Use flashing warning lights when operating on highways except when prohibited by law.

 
 10. Maximum transport speed should not exceed 20 miles per hour.
 11. Tractor must be equipped with Rollover Protective Structure (ROPS) and seatbelt.

Do not start, operate or work this machine until you have carefully read and throughly understand the 
contents of the owners manual.
If you have any questions about proper operation or adjustments and maintenance of this machine, 
contact your dealer or ENOAGRICOLA ROSSI s.r.l. before starting or continuing operation of this 
machine. You will need to give your name, address, model and serial number of your machine.

If operator's manual is missing, please advise immediately and it will be furnished to you.
Failure to follow safety, operating, and maintenance instructions could result in serious injury 
or death to the operator or bystanders, costly breakdowns and poor operation.

WARNING
" SAFETY INSTRUCTIONS "

DEALER / DISTRIBUTOR:

ENOAGRICOLA ROSSI s.r.l.
06018 CALZOLARO DI UMBERTIDE

(PERUGIA) - Italy

Tel. 075.930.22.22 - Fax 075.930.23.28
E-Mail: enorossi@enorossi.it - info.enorossi@.it
www.enorossi.it - www.enoagricolarossi.it/com
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Assembly for RP rake

1) 3° Point hitch

2) Main frame

3) Arm with hubs

4) Rake wheel

5) Stand

A) Frame locking pin

B) Frame locking guide

Pag. 4

IMPORTANT

When you have reached the field, the first thing to do is to unlock frame locking guide (B Page 3) 
which enables rake to float in respect to ground conditions.

With positions 2-3-4-5-6 you can adjust rake according to your working needs; raking,
turning and spreading.

For transport use position n.1.

Pag. 10

•  When working we advise you to use working distances recommended on drawing above.
•  Before starting make sure to unlock frame locking guide (B Page 3).

RP 8 RP 10
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RP 8 RP 10
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ASSEMBLY INSTRUCTIONS

1) Link main frame (Part. 53) to three point hitch of tractor and block with lst and 2nd category pins 
(Part. 57 Page 7).

2) Mount lower brackets (Part. 58), on lower part of frame and upper brackets (Part. 52 Page 7) on 
upper part of frame at distances specified in above drawing.

3) Mount three point hitch (Part. 1 Page 3), link frame (Part. 2 Page 3), and arm (Part. 3 Page 3) and 
block with pins (A - Page 3). Then mount rakes make sure to piace right rakes on right hand sfide 
and left rakes on left hand sfide.

4) For road transport position frame (Part. 2 Page 3) in vertical position and arms in horizontal 
position.
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VICON TOOTH Ø 6,9

ROSSI TOOTH Ø 6,4

WHEN ORDERING SPARE PARTS PLEASE MAKE PHOTOSTATS OF THIS ORDER FORM,
FILL OUT AND MAIL OR FAX IT DIRECTLY TO US TO THIS ADDRESS:

TO ENSURE PROMPT ASSISTANCE AND REPLACEMENT OF PARTS
 ALWAYS SUPPLY BELOW REQUIRED INFORMATION.

COMPANY NAME

COUNTRY

INVOICE ADDRESS

DESTINATION OF GOODS
IF DIFFERENT FROM ABOVE

N° REF          CODE NUMBER DESCRIPTION QUANTITY

Pag. 13
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12120508        

3040201       

17012201     

3011615       

17012202       

17010405      

12120104        

3030610      

17010801      

17011102    

3040202        

3020332      

12120503      

17012203   

18030410     

18031113     

17010802       

17010803        

3020224       

 18030416        

18030414        

18030415       

12360001       

3020210       

12240118      

 12150103     

12240119      

12860001       

12010401        

12150101       

12160101       

3020328       

3010261      

3090101

3010105

3020201

01

02

03

04

05

05A

06

07

08

09

10

11

12

13

14

14A

15

15A

17

18

19

19A

20

21

22

23

24

25

26

27

28

29

30

31

32

37

Cap pin 18 x 140

Clip pin 3 x 60

3 point hitch RP2/RP3C

Screw TE 14 x 40

Arm carrier for RP3C

Arm carrier for RP 2

Pin 15 x 200

Washer 18

Arm with hub

Stand

Split pin R 5 x 100

Hex nut 12 MA

Frame locking pin

Frame for RP3C wheel rake

Raking wheel ring small ø 820

Raking wheel ring big ø 948

Complete rake wheel R. 6,4 mm

Complete rake wheel R. 6,9 mm

Self-locking nut 10 MA

Teeth fastener plate

Tooth 6,4 mm

Tooth 6,9 mm

Dust-cover cap D. 52

Self lock. nut M 18 x 1,5

Taper roller bearing 30204

Hub

Taper roller bearing 30205

Dust cover 52 x 25

Pin hub

Complete hub 30 x 90

Raking wheel flange

Nut 10MA

Screw 10 x 25

Grease zerk 8 MB

Screw T.T.Q.S.T. 10x25

Lock washer 10
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RP/2 - RP/3C - TAB. 2 - Code 19010133

Spare
Parts
Code

Pos. Description

Spare
Parts
Code

Pos. Description

3010261

  3030201

  3020328

12860001

12240119

12150103

12240118

  3020210

12360001

12160101

18030502

18030415

18030410

18031113

18030416

  3020224

  3010105

18030434

18030444

18030445

18031003

  3020303

  3011203

12310301

18030446

12120103

18030450

18030447

  3011207

36

37

38

39

40

41

42

43

44

45

46

46A

47

47A

48

49

50

51

52

53

53A

54

55

57

58

59

60

61

63

Screw TE MA 10 x 25

Lock washer 10

Nut 10 MA

Dust cover 52 x 25

Taper roller bearing 30205

Hub

Taper roller bearing 30204

Self lock. nut M 18 x 1,5

Dust-cover cap D. 52

Raking wheel flange

RP tooth 6,4 mm

Vicon tooth 7 mm

Raking wheel ring small ø 820

Raking wheel ring big ø 948

Teeth fastener plate

Self-locking nut 10 MA

Screw T.T.Q.S. 10 x 25

Upper bracket plate

Upper Bracket

Main frame RP 8 - 10

Main frame RP 12

Nut 12 MA

Screw TE 12 x 140

1st & 2nd cat. hitch pin

Lower bracket plate

Stand lock pin

Stand

Lower Bracket

Screw TE 12 x 60
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RP/4 - RP/5 - TAB. 1 - Code 19010115

17011102        

3040202       

18030417     

18030418       

3030115      

3080103

12120507    

3020301      

18030424      

3010292        

3030127       

3020304       

18030452   

3020319     

3010221       

12120508       

3040201        

18030451        

3030610        

11010501     

18030454        

18030456

  3090101

18030453       

  3010216       

12120503       

17011401        

18030404       

17010814        

17011601   

17010806       

18030405      

12010401       

12150101       

     18030504

18030506

17010803

17010812

01

02

03

04

05

06

07

08

10

11

12

13

14

15

16

17

18

19

20

21

22

23

24

26

27

28

30

31

31A

32

32A

33

34

34A

35

35A

35B

35C

Stand

Split pin R5 x 100

Base

Frame holder hitch

Washer 24

Spring pin 6 x 40

Frame holder hitch pin 

Hex nut 6 MA

Angle control pin

Bolt 12 x 120

Washer M 12

Nut 12 MA

Upper spring linkage

Small nut 14 MA

Bolt M 14 x 100

Cap pin 18 x 140

Clip pin 3 x 60

Bracket holder cup

Washer 18

Springs for RP

Frame hitch bush

Frame locking guide

Grease zerk 8 MB

Lower spring linkage

Bolt 12 x 40

Frame locking pin

Frame for 4 wheel rake

Arm for right wheel

Arm for left wheel

Frame for 5 wheel rake

Frame for 6 wheel rake

Short arm for RP5

Pin hub

Complete hub 30 x 90

RP right rake wheel 6,4

RP left rake wheel 6,4

Vicon right rake wheel 6,9

Vicon left rake wheel 6,9

Spare
Parts
Code

Pos. Description

Spare
Parts
Code

Pos. Description
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Parts
Code

Pos. Description

Spare
Parts
Code

Pos. Description
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VICON TOOTH Ø 6,9

ROSSI TOOTH Ø 6,4

WHEN ORDERING SPARE PARTS PLEASE MAKE PHOTOSTATS OF THIS ORDER FORM,
FILL OUT AND MAIL OR FAX IT DIRECTLY TO US TO THIS ADDRESS:

TO ENSURE PROMPT ASSISTANCE AND REPLACEMENT OF PARTS
 ALWAYS SUPPLY BELOW REQUIRED INFORMATION.

COMPANY NAME

COUNTRY

INVOICE ADDRESS

DESTINATION OF GOODS
IF DIFFERENT FROM ABOVE

N° REF          CODE NUMBER DESCRIPTION QUANTITY

Pag. 13

ENOAGRICOLA ROSSI s.r.l. - 06018 Calzolaro di Umbertide - Perugia - Italy
Tel. 075.930.22.22    Telefax 075.930.23.28

enorossi@enorossi.it - info@enorossi.it
/http://www.enorossi.it - www.enoagricolarossi.it - www.enoagricolarossi.com

12120508        

3040201       

17012201     

3011615       

17012202       

17010405      

12120104        

3030610      

17010801      

17011102    

3040202        

3020332      

12120503      

17012203   

18030410     

18031113     

17010802       

17010803        

3020224       

 18030416        

18030414        

18030415       

12360001       

3020210       

12240118      

 12150103     

12240119      

12860001       

12010401        

12150101       

12160101       

3020328       

3010261      

3090101

3010105

3020201

01

02

03

04

05

05A

06

07

08

09

10

11

12

13

14

14A

15

15A

17

18

19

19A

20

21

22

23

24

25

26

27

28

29

30

31

32

37

Cap pin 18 x 140

Clip pin 3 x 60

3 point hitch RP2/RP3C

Screw TE 14 x 40

Arm carrier for RP3C

Arm carrier for RP 2

Pin 15 x 200

Washer 18

Arm with hub

Stand

Split pin R 5 x 100

Hex nut 12 MA

Frame locking pin

Frame for RP3C wheel rake

Raking wheel ring small ø 820

Raking wheel ring big ø 948

Complete rake wheel R. 6,4 mm

Complete rake wheel R. 6,9 mm

Self-locking nut 10 MA

Teeth fastener plate

Tooth 6,4 mm

Tooth 6,9 mm

Dust-cover cap D. 52

Self lock. nut M 18 x 1,5

Taper roller bearing 30204

Hub

Taper roller bearing 30205

Dust cover 52 x 25

Pin hub

Complete hub 30 x 90

Raking wheel flange

Nut 10MA

Screw 10 x 25

Grease zerk 8 MB

Screw T.T.Q.S.T. 10x25

Lock washer 10

Pag. 8

RP/2 - RP/3C - TAB. 2 - Code 19010133

Spare
Parts
Code

Pos. Description

Spare
Parts
Code

Pos. Description

3010261

  3030201

  3020328

12860001

12240119

12150103

12240118

  3020210

12360001

12160101

18030502

18030415

18030410

18031113

18030416

  3020224

  3010105

18030434

18030444

18030445

18031003

  3020303

  3011203

12310301

18030446

12120103

18030450

18030447

  3011207

36

37

38

39

40

41

42

43

44

45

46

46A

47

47A

48

49

50

51

52

53

53A

54

55

57

58

59

60

61

63

Screw TE MA 10 x 25

Lock washer 10

Nut 10 MA

Dust cover 52 x 25

Taper roller bearing 30205

Hub

Taper roller bearing 30204

Self lock. nut M 18 x 1,5

Dust-cover cap D. 52

Raking wheel flange

RP tooth 6,4 mm

Vicon tooth 7 mm

Raking wheel ring small ø 820

Raking wheel ring big ø 948

Teeth fastener plate

Self-locking nut 10 MA

Screw T.T.Q.S. 10 x 25

Upper bracket plate

Upper Bracket

Main frame RP 8 - 10

Main frame RP 12

Nut 12 MA

Screw TE 12 x 140

1st & 2nd cat. hitch pin

Lower bracket plate

Stand lock pin

Stand

Lower Bracket

Screw TE 12 x 60

Pag. 6

RP/4 - RP/5 - TAB. 1 - Code 19010115

17011102        

3040202       

18030417     

18030418       

3030115      

3080103

12120507    

3020301      

18030424      

3010292        

3030127       

3020304       

18030452   

3020319     

3010221       

12120508       

3040201        

18030451        

3030610        

11010501     

18030454        

18030456

  3090101

18030453       

  3010216       

12120503       

17011401        

18030404       

17010814        

17011601   

17010806       

18030405      

12010401       

12150101       

     18030504

18030506

17010803

17010812

01

02

03

04

05

06

07

08

10

11

12

13

14

15

16

17

18

19

20

21

22

23

24

26

27

28

30

31

31A

32

32A

33

34

34A

35

35A

35B

35C

Stand

Split pin R5 x 100

Base

Frame holder hitch

Washer 24

Spring pin 6 x 40

Frame holder hitch pin 

Hex nut 6 MA

Angle control pin

Bolt 12 x 120

Washer M 12

Nut 12 MA

Upper spring linkage

Small nut 14 MA

Bolt M 14 x 100

Cap pin 18 x 140

Clip pin 3 x 60

Bracket holder cup

Washer 18

Springs for RP

Frame hitch bush

Frame locking guide

Grease zerk 8 MB

Lower spring linkage

Bolt 12 x 40

Frame locking pin

Frame for 4 wheel rake

Arm for right wheel

Arm for left wheel

Frame for 5 wheel rake

Frame for 6 wheel rake

Short arm for RP5

Pin hub

Complete hub 30 x 90

RP right rake wheel 6,4

RP left rake wheel 6,4

Vicon right rake wheel 6,9

Vicon left rake wheel 6,9

Spare
Parts
Code

Pos. Description

Spare
Parts
Code

Pos. Description
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Assembly for RP rake

1) 3° Point hitch

2) Main frame

3) Arm with hubs

4) Rake wheel

5) Stand

A) Frame locking pin

B) Frame locking guide

Pag. 4

IMPORTANT

When you have reached the field, the first thing to do is to unlock frame locking guide (B Page 3) 
which enables rake to float in respect to ground conditions.

With positions 2-3-4-5-6 you can adjust rake according to your working needs; raking,
turning and spreading.

For transport use position n.1.

Pag. 10

•  When working we advise you to use working distances recommended on drawing above.
•  Before starting make sure to unlock frame locking guide (B Page 3).

RP 8 RP 10

Pag. 11

RP 8 RP 10

53
52

53
52

51 51

670
26"

670
26"

670
26"

670
26"

1550
(61 inch)

2100
(82 inch)

ASSEMBLY INSTRUCTIONS

1) Link main frame (Part. 53) to three point hitch of tractor and block with lst and 2nd category pins 
(Part. 57 Page 7).

2) Mount lower brackets (Part. 58), on lower part of frame and upper brackets (Part. 52 Page 7) on 
upper part of frame at distances specified in above drawing.

3) Mount three point hitch (Part. 1 Page 3), link frame (Part. 2 Page 3), and arm (Part. 3 Page 3) and 
block with pins (A - Page 3). Then mount rakes make sure to piace right rakes on right hand sfide 
and left rakes on left hand sfide.

4) For road transport position frame (Part. 2 Page 3) in vertical position and arms in horizontal 
position.
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1) Link main frame (Part. 53) to three point hitch of tractor and block with lst and 2nd category pins 
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2) Mount lower brackets (Part. 58), on lower part of frame and upper brackets (Part. 52 Page 7) on 
upper part of frame at distances specified in above drawing.

3) Mount three point hitch (Part. 1 Page 3), link frame (Part. 2 Page 3), and arm (Part. 3 Page 3) and 
block with pins (A - Page 3). Then mount rakes make sure to piace right rakes on right hand sfide 
and left rakes on left hand sfide.

4) For road transport position frame (Part. 2 Page 3) in vertical position and arms in horizontal 
position.
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RANGHINATORI STELLARI E PORTATI - ISTRUZIONI E RICAMBI

PERICOLO

IMPORTANTE

RP/8 - RP/10

Leggere con attenzione il presente manuale.
Spengere il motore del trattore e tirare il freno a mano prima di scendere 
dal veicolo.
Non consentire ad alcuno di salire sopra l'attrezzo durante il lavoro o il 
trasporto.
Accertarsi che nessuno sia vicino al veicolo prima di iniziare il lavoro.
Mantenere tutte le protezione al loro posto.
Non effetturare mai operazioni di lubrificazione o aggiustamenti a 
macchina accesa.
Mantenere mani, piedi e vestiti lontani da parti in movimento. 
Velocita' di trasporto max 30 km/h.

Pag. 3/4
Prima di iniziare la lavorazione sbloccare il perno (B, Pag.3).
Le posizioni 2,3,4,5,6 permettono di regolare la lavorazione in base alle 
proprie esigenze.
Per il trasporto usare la posizione 1.

Pag. 10/11
Per un corretto lavoro raccomandiamo di mantenere le distanze 
indicate (vedi disegni). 
Ricordarsi di sbloccare il perno (B, Pag.3).
Collegare il telaio al terzo punto del trattore e bloccare. 
Montare le staffe (n.51) alla parte bassa del telaio e la staffa (n.52) alla 
parte alta del telaio seguendo le distanze indicate.
Fissare attacco terzo punto (n.1, Pag.3) alle staffe già collegate.
Montare telaio (n.2, Pag.3),e i bracci (n.3, Pag. 3) tenendo presente la 
piegatura verso l'alto sia per il ranghinatore sinistro che per il destro.
Montare le stelle con il simbolo R sul ranghinatore di destra (visto da 
dietro macchina) e le stelle con il simbolo L sul ranghinatore sinistro.
Per il trasporto posizionare telaio e bracci in posizione verticale.

1)
2)

3)

4)
5)
6)

7)
8)
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VICON TOOTH Ø 6,9

ROSSI TOOTH Ø 6,4

WHEN ORDERING SPARE PARTS PLEASE MAKE PHOTOSTATS OF THIS ORDER FORM,
FILL OUT AND MAIL OR FAX IT DIRECTLY TO US TO THIS ADDRESS:

TO ENSURE PROMPT ASSISTANCE AND REPLACEMENT OF PARTS
 ALWAYS SUPPLY BELOW REQUIRED INFORMATION.

COMPANY NAME

COUNTRY

INVOICE ADDRESS

DESTINATION OF GOODS
IF DIFFERENT FROM ABOVE

N° REF          CODE NUMBER DESCRIPTION QUANTITY
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ENOAGRICOLA ROSSI s.r.l. - 06018 Calzolaro di Umbertide - Perugia - Italy
Tel. 075.930.22.22    Telefax 075.930.23.28

enorossi@enorossi.it - info@enorossi.it
/http://www.enorossi.it - www.enoagricolarossi.it - www.enoagricolarossi.com

12120508        

3040201       

17012201     

3011615       

17012202       

17010405      

12120104        

3030610      

17010801      

17011102    

3040202        

3020332      

12120503      

17012203   

18030410     

18031113     

17010802       

17010803        

3020224       

 18030416        

18030414        

18030415       

12360001       

3020210       

12240118      

 12150103     

12240119      

12860001       

12010401        

12150101       

12160101       

3020328       

3010261      

3090101

3010105

3020201

01

02

03

04

05

05A

06

07

08

09

10

11

12

13

14

14A

15

15A

17

18

19

19A

20

21

22

23

24

25

26

27

28

29

30

31

32

37

Cap pin 18 x 140

Clip pin 3 x 60

3 point hitch RP2/RP3C

Screw TE 14 x 40

Arm carrier for RP3C

Arm carrier for RP 2

Pin 15 x 200

Washer 18

Arm with hub

Stand

Split pin R 5 x 100

Hex nut 12 MA

Frame locking pin

Frame for RP3C wheel rake

Raking wheel ring small ø 820

Raking wheel ring big ø 948

Complete rake wheel R. 6,4 mm

Complete rake wheel R. 6,9 mm

Self-locking nut 10 MA

Teeth fastener plate

Tooth 6,4 mm

Tooth 6,9 mm

Dust-cover cap D. 52

Self lock. nut M 18 x 1,5

Taper roller bearing 30204

Hub

Taper roller bearing 30205

Dust cover 52 x 25

Pin hub

Complete hub 30 x 90

Raking wheel flange

Nut 10MA

Screw 10 x 25

Grease zerk 8 MB

Screw T.T.Q.S.T. 10x25

Lock washer 10
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Spare
Parts
Code

Pos. Description

Spare
Parts
Code

Pos. Description

3010261

  3030201

  3020328

12860001

12240119

12150103

12240118

  3020210

12360001

12160101

18030502

18030415

18030410

18031113

18030416

  3020224

  3010105

18030434

18030444

18030445

18031003

  3020303

  3011203

12310301

18030446

12120103

18030450

18030447

  3011207

36

37

38

39

40

41

42

43

44

45

46

46A

47

47A

48

49

50

51

52

53

53A

54

55

57

58

59

60

61

63

Screw TE MA 10 x 25

Lock washer 10

Nut 10 MA

Dust cover 52 x 25

Taper roller bearing 30205

Hub

Taper roller bearing 30204

Self lock. nut M 18 x 1,5

Dust-cover cap D. 52

Raking wheel flange

RP tooth 6,4 mm

Vicon tooth 7 mm

Raking wheel ring small ø 820

Raking wheel ring big ø 948

Teeth fastener plate

Self-locking nut 10 MA

Screw T.T.Q.S. 10 x 25

Upper bracket plate

Upper Bracket

Main frame RP 8 - 10

Main frame RP 12

Nut 12 MA

Screw TE 12 x 140

1st & 2nd cat. hitch pin

Lower bracket plate

Stand lock pin

Stand

Lower Bracket

Screw TE 12 x 60
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RP/4 - RP/5 - TAB. 1 - Code 19010115

17011102        

3040202       

18030417     

18030418       

3030115      

3080103

12120507    

3020301      

18030424      

3010292        

3030127       

3020304       

18030452   

3020319     

3010221       

12120508       

3040201        

18030451        

3030610        

11010501     

18030454        

18030456

  3090101

18030453       

  3010216       

12120503       

17011401        

18030404       

17010814        

17011601   

17010806       

18030405      

12010401       

12150101       

     18030504

18030506

17010803

17010812

01

02

03

04

05

06

07

08

10

11

12

13

14

15

16

17

18

19

20

21

22

23

24

26

27

28

30

31

31A

32

32A

33

34

34A

35

35A

35B

35C

Stand

Split pin R5 x 100

Base

Frame holder hitch

Washer 24

Spring pin 6 x 40

Frame holder hitch pin 

Hex nut 6 MA

Angle control pin

Bolt 12 x 120

Washer M 12

Nut 12 MA

Upper spring linkage

Small nut 14 MA

Bolt M 14 x 100

Cap pin 18 x 140

Clip pin 3 x 60

Bracket holder cup

Washer 18

Springs for RP

Frame hitch bush

Frame locking guide

Grease zerk 8 MB

Lower spring linkage

Bolt 12 x 40

Frame locking pin

Frame for 4 wheel rake

Arm for right wheel

Arm for left wheel

Frame for 5 wheel rake

Frame for 6 wheel rake

Short arm for RP5

Pin hub

Complete hub 30 x 90

RP right rake wheel 6,4

RP left rake wheel 6,4

Vicon right rake wheel 6,9

Vicon left rake wheel 6,9

Spare
Parts
Code

Pos. Description

Spare
Parts
Code

Pos. Description


	Page 1
	enr1.pdf
	Page 1

	enr2.pdf
	Page 1

	enr3.pdf
	Page 1

	enr4.pdf
	Page 1

	enr5.pdf
	Page 1

	enr6.pdf
	Page 1

	enr7.pdf
	Page 1

	enr8.pdf
	Page 1

	enr9.pdf
	Page 1

	enr10.pdf
	Page 1

	enr11.pdf
	Page 1

	enr12.pdf
	Page 1

	enr13.pdf
	Page 1


